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new moisture resistant
gypsum ceiling with coved
wall and ceiling joint (no
moldings)to specialist.

services(gas and power)
pipework to be run in the roof
space.

remove and replace epoxy
flooring with seemless
trinepone floor with coved floor
and wall joints.

remove and replace epoxy
flooring with seemless trinepon

floor with coved floor and wall
joints.

existing roof

new suspended 12mm moisture resistant
gypsum ceiling with coved wall and ceiling
joint to specialist.

existing partition any wall cracks to be
sealed and wall painted with an epoxy

based paint

new staineless steel sink
with eye wash tap

repair all cracks in wall and paint with epoxy
based paint.

coved wall to ceiling joints. coved wall to ceiling joints.

new suspended 12mm moisture resistant
gypsum ceiling with coved wall and ceiling
joint to specialist.

services to be run in ceiling space to specialist
details.

MICROBIOLOGY
LABORATORY

repair all cracks in wall and
paint with epoxy based paint.
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existing ground floor

SECTION M-M.
SCALE 1:50

new  moisture resistant
partition wall mount
specialist details .

repair any cracks in wall
and paint with epoxy based
paint.

new  window flash with
the wall to specialist.

140x50x3mm
antibacterial trunking
to Electrical
Engineers details.

new door with no moldings.

new  moisture resistant
partition wall mount
specialist details .

100mm ceramic sit on cove former.

 trinepon floor finish to specialist details.

existing floor slab.

SCALE 1:10

Detail 1.

Coved Floor Skirting

new  moisture resistant partition
wall mount specialist details .

hinge

single rebate mild
steel door frame
to specialist
details.

door leaf

anchor
expansion bolt

Typical door frame
plan detail

scale 1:10

Detail 3.
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Hermetically Sealing Hygienic
Hinged Door to specialist details

Free from voids, ledges or
crevices which harbour bacteria.

600x 600mm

viewing panel

400x 1000x2mm
aluminium kick plate

on both sides.

Typical clean room door detail

aluminium frame

with welded
mitred corners.

0.75mm galvanished sheet

metal/0,6mm aluminium sheet
with 2.5mm polyester coating

with honeycomb PU core .

Detail 4.
scale 1:20

Partition wall  base detail.

Donn Ultrasteel studs 102mm at 600mm

centres friction fitted into top and bottom
track.

sound seal

Donn Ultra steeltrack 102mm fixed to the floor
using two lines of fixing located 50mm from
each other and spacesd and 600mm centres.

trinepon floor with coved

wall and ceiling joint.
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Detail 6.

1 layer moisture resistant 15mm fixed to
donn ultrasteel studs using gyproc

rhinoboard sharp point screws 25mm  at
220mm centres . all joints to be staggered .
For improved vapour resistance seal the
boards with seal.

floor fixing

Partition wall  head detail.

Donn Ultrasteel studs
102mm at 600mm centres
friction fitted into top and

bottom track.

sound seal

Donn Ultra steeltrack 102mm fixed to the floor
using two lines of fixing located 50mm from
each other and spacesd and 600mm centres.

 coved cornice to wall

and ceiling joint.

1 layer moisture resistant 15mm fixed to

donn ultrasteel studs using gyproc
rhinoboard sharp point screws 25mm  at
220mm centres . all joints to be staggered .
For improved vapour resistance seal the

boards with seal.

ceiling
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Detail 7.

 2.5mm polyester coating

0.75mm galvanished sheet metal

 honeycomb PU core .

Typical door composition detail

aluminium edge frame
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Detail 5.
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