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PROJECT : MCAZ LABORATORY

CHECKED DWG NO.

PROPOSED REFURBISHMENT

MCAZ

106 BAINES AVENUE,HARARE.
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new ceiling with coved wall and ceiling joint
to specialist.

new  ceiling with coved wall and ceiling
joint to specialist.

new  ceiling with coved wall and ceiling
joint to specialist.

new ceiling with coved wall and ceiling joint
to specialist.

fire point

DECONTAMINATION
AND WASH UP

WASH-UP

PASSAGE

steel  and glass overbench to specialist.

granite work top

remove existing paint
and apply epoxy primer
and tuffcote enamel or
similar to wall surfaces.

remove existing paint
and apply epoxy primer
and  tuffcote enamel or
similar to wall surfaces.

remove existing paint and
apply  epoxy primer and
tuffcote enamel or similar to
wall surfaces.

150mm granite
splash back.

steel and glass
overbench with catch
latch to specialist detail.

wall cabinet with
catch latch to
specialist detail.

150mm granite
finish splash back.

drying
rack

1500mm*
521mm
new staineless
steel Interior elevation 4

scale 1:50

interior elevation 1
scale 1:50

interior elevation 2
scale 1:50

WASH-UP

WASH-UP

WASH-UP

SCALE 1:50

PART FLOOR PLAN.A

drip rack

fire extinguishers

30mm  work top
underbench with
granite finish to
specialist.

150mm granite
finish splash back.

Trinepon floor finish
with coved edges.

  steel cabinet
with catch latch
to specialist
detail.

new window to
create double
glazed window

eyewash

Interior elevation 3
scale 1:50

150mm granite
finish splash back.

remove existing paint and apply
epoxy primer and tuffcote
enamel or similar to wall
surfaces.

30mm  work top
underbench with granite
finish to specialist.

30mm  work top
underbench  granite finish to
specialist.

Trinepon floor finish
with coved edges.

30mm granite work
top  with bevelled
edge.

600x 600mm viewing panel

400x 1000mm
aluminium kick plate on

both sides.
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new ceiling with coved wall and ceiling joint
to specialist.

new ceiling with coved wall and ceiling joint
to specialist.

 seemless trinepon floor with
coved floor and wall joints.

wall unit.ELEC.
DB1

ROOM

AUTOCLAVE

PREPARATION
MEDIA

SCALE 1:100

PART FLOOR PLAN.B

whb

new staineless steel
with eye wash tap

Interior elevation 4
scale 1:50

Interior elevation3
scale 1:50

whb with
sensor tap

enclose existing
DB in in  wall
unit.

 steel cabinet with
catch latch to
specialist detail.

 cabinet with
catch latch to
specialist detail.

remove existing paint and
applied epoxy primer and dulux
tuffcote enamel or similar to wall
surfaces.

remove existing paint and apply
epoxy primer and  tuffcote
enamel or similar to wall
surfaces.ROOM

PREPARATION

MEDIA

ROOM
PREPARATION

MEDIA

AUTOCLAVE

Trinepon
floor finish

eyewash

SS Laboratory Sinks
478*460mm
with sensor tap

new  steel
wall cabinet
enclosing DB

150mm granite
finish splash back.

remove existing paint and apply
epoxy primer and  tuffcote
enamel or similar to wall
surfaces.

scale 1:50
Interior elevation 1

granite work top

30mm  work top
underbench  granite finish to
specialist.

30mm  work top
underbench with granite
finish to specialist.

1
2

3
4

11
5

4,
18

5
23

0

3,000

2,200 800

3,000

2,
70

0

2,
70

0

90
0

20
0

1,
60

0

41
0

533
0

595
5

700 660 10 1,470 660 685

41
0

533
0

510
0 30

15
0

1,000 2,
10

0

 seemless trinepon floor with coved
floor and wall joints.

new ceiling with coved wall and ceiling joint
to specialist.

 seemless trinepon floor with
coved floor and wall joints.

new ceiling with coved wall and ceiling joint
to specialist.

new ceiling with coved wall and
ceiling joint to specialist.

 seemless trinepon floor with
coved floor and wall joints.
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SCALE 1:50

PART FLOOR PLAN C.

GRANITE work top
underbench to specialist.

  steel cabinet with
catch latch to
specialist detail.

scale 1:50
Interior elevation 1

NON-STERILE
 TESTING

Interior elevation 4

remove existing paint and apply
epoxy primer and tuffcote
enamel or similar to wall
surfaces.

NON-STERILE
 TESTING

NON-STERILE
 TESTING

remove existing paint and apply
epoxy primer and  tuffcote

enamel or similar to wall
surfaces.

scale 1:50
Interior evelation 2

NON-STERILE
 TESTING

scale 1:50
Interior elevation 3

remove existing paint and apply
epoxy primer and  tuffcote
enamel or similar to wall
surfaces.

scale 1:50

400x 1000mm
aluminium kick plate on
both sides.

6.38mm double
glazed sidelights

150mm granite
splash back.

30mm   granite work
top  underbench  to
specialist.

30mm granite work
top  underbench  to
specialist.

30mm granite work
top  underbench  to
specialist.

30mm  grey granite
work top  with
bevelled edge.
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ceiling  to
specialist.

existing roof truss.

ceiling  to specialist.

 seemless trinepon floor
with coved floor and wall
joints.

STERILITY
ROOM

DB2

corian finish work
top under
bench

SCALE 1:50

PART FLOOR PLAN.D

STERILITY ROOMnew window to
create double
glazed window

ex. win

scale 1:50

scale 1:50

scale 1:50

Trinepon floor finish
with coved edges

600X600mm gown
storage cabinet

SS Laboratory Sinks
550*511mm

254mm  cavity

eyewash

new  poly carbonate and
aluminium partition wall
mount on  support to
specialist details .

610x610x610mm
pass box to
specialist details .

d1

d1

sensor tap

Interior elevation 1

new  poly carbonate and
aluminium partition wall
mount on  support to
specialist details .

600X600mm gown
storage cabinet

610x610x610mm pass box
to specialist details .

  steel cabinet with catch
latch to specialist detail.

sensor tap

new window
(aluminium frame)
create double
glazed window

  steel cabinet with catch
latch to specialist detail.

new  poly carbonate and
aluminium partition wall
mount on  support to
specialist details .

Interior elevation 3

150mm corian finish
splash back.

STERILITY ROOM

610x610x610mm
pass box to
specialist details .

new  poly carbonate and
aluminium partition wall
mount on  support to
specialist details .

254mm  cavity

Interior elevation 5

STERILITY ROOM

scale 1:50

Interior elevation 2

600X600mm gown
storage cabinet

  steel cabinet with
catch latch to
specialist detail.

STERILITY ROOM

scale 1:50
Interior elevation 4

254mm  cavity

  steel cabinet with
catch latch to
specialist detail.

new  poly carbonate and
aluminium partition wall
mount on  support to
specialist details .

150mm granite finish
 splash back.

STERILITY ROOM-to meet the standards for pharmaceutical

clean room for testing sterile injectable products.

modular clean room system
intergrated wall and ceiling
enclosure system..

Ceiling is self supported
utilizing posts and support
struts .

modular clean room system
intergrated wall and ceiling
enclosure system..

modular clean room system
intergrated wall and ceiling
enclosure system..

modular clean room system
intergrated wall and ceiling
enclosure system..

corian work top
underbench  to
specialist.

corian work top
underbench  to
specialist.

mirror fixed to cabinet
150mm corian finish

 splash back.

30mm  white/grey granite
work top  with bevelled edge.

corian work top  with
bevelled edge.

 ROOM FURNITURE LAYOUTS

WD/W1523/05

N.B  Layouts for rooms could change to suite  room
requirements and to be constructed to specialist details.
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