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UNDP Syria Procurement Unit has received questions regarding the subject Tendering Procedure. All 
questions received to-date are documented below with respective answers. 
 

Questions and Answers 
 

1 Q. 
 
 
A. 

Trailers construction requested with 1 axle only. The best known axle with single tyre on 
each side worldwide could  endure a maximum load of 8-10 tons 
 

طن  20الامان + التاثير الديناميكي للحمولة إن حمولة المحور ليس طن هي الحمولة الاعظمية وتشمل عامل  20
   طن  20مع العلم انه توجد محاور اكثر من 

 
  ثلثي الحمولة  2/3فإذا اخذت تناسب توضع المحور لوجدت انه يتحمل فقط 

 
20 Ton is the maximum load and that cover the safety factor, plus dynamic effect 
of the axle load is not 20 tons,  even that there are axles of more than 20 tons. 
 
If we take the proportion of placed axis, we found that it carry only two-thirds 2/3 
of the load .  
 

2 Q. 
 
 
A. 

Tires requested as 20 : only 1 tyre on each side. Kindly note that the max. Tyre with size 
20 could endure a load of 3-4 max which means that both requested tyres could be 
workable for a max load ( weight ) of 6-8 tons.   
 

كما يعتمد على تصميم الجنط وقياس الاطار وضغظ الهواء   20* 2/3طن الحمولة المقررة عليه وهي  20إن تحمل جنط 
يتحمل حصته من الحمولة المطلوبة 20ب للاطار مع العلم أنه يوجد جنط المناس  

 
To carry the prescribed tonnage of 20, that is 2/3 * 20.  Also depend on wheel rim design 
and the wheel size and air pressure that fit the wheel. Knowing that there is rim size 20 
that can bare the required load. 

 



 
 

3 Q. 
 
 
 
A. 

Fabricating the trailers as per your technical specs and the drawing is possible for load 
less than 10 tons 
 

تحسينات على الدعامات  و ان يدخلتمت الأشارة في المواصفات إلى ان العارض عليه ان يقوم بالتدعيم اللازم بالعوارض 
ولة المطلوبةبحيث تتحمل الحم  

 
Reference was made in the specifications that the vendor shall make the necessary 
support to beams and to add enhancements to studs in order to endure the load required 

 

4 Q. 
 
 
 
A 

To guarantee a load of 20 tons as requested, then a further modification on the technical 
specs. As well on the design itself should be applied. 
 

وأن أي نقص لا يعفي الصانع من استكمالها لتقوم بعملها تماما كما ذكر في المواصفة إدخال الدعامات اللازمة   
 
Any shortfall does not relieve the manufacturer to complete and fulfill to be able to 
perform its job as stated in the specification to include the necessary studs. 
 

 

5 Q. 
 
 
 
A 

Otherwise, trailers with very same specs. And design to be supplied without a slight 
responsibility over the weight ( load ) capability. 
  
 
الطلب واضح وأشارت المواصفة ان على العارض إجراء التعديلات اللازمة في الهيكل السفلي والعلوي بحيث تتحمل العربة 

طن 20حمولة   
 

وكما هو موضح في الرسم التوضيحي  1ونرجو حساب الحمولات التي تتحملها المحور حسب إجابتنا على سؤالك رقم 
 الموجود في الاعلان

 
Specification was clear indicating the vendor to make the necessary adjustments in the 
lower and upper structure/frame for the cart to withstand 20 tons load.  
 
We appreciate for you to calculate the loads borne by the axis as per our answer to your 
question # 1 as shown in the illustration advertised. 

 

6 A 
 
 
Q 

We are ready to submit the modified trailers offer as per our modified design in case we 
are allowed to do so with our full guarantee of the proposed weight ( load ) 
 

مواصفات الأساسية الموجودة في الإعلان وخاصة الحمولة ، لا مانع لدينا بان نستفيد من خبراتك شريطة أن تتطابق مع ال
 الأبعاد الأساسية ، محور واحد ، قياس الجنط ،... كما في الإعلان

 
We don't mind to take advantage of the expertise you can provide as long as it match the 
basic specifications listed in the ad specially regarding the load, basic dimensions, single 
axis, rim size…. as advertised. 

 

 

7  We were able to locate a 20 inch tyre with load of 8200 KG which means a total of 
16400kg. As well founder and axle with 16 tons loadby. As per your design lay out then 
the 20 tons load ( weight ) will be shared between both the trailers axle, wheels and the 
tractor itself. 

  



 
 

 المحور حسب نسبة توضع المحور بالبعد الكلي للترولا والتي تحدد تقريبا ب ثلثي الحمولة الإجمالية  تحسب الحمولة التي يتحملها 
 طار وما ينطبق على المحور ينطبق على الجنط والإ

 
The load the axis can bear is calculated as per the percentage of total trailer dimension 
axis placed that is determined by approximately two-thirds 2/3 of gross load tonnage.  
That applies to the axis applies to wheel rim and frame as well 

 
 

 

All other terms and conditions remain unchanged 


