
W
C

W
C

12

W
C

W
C

1

2

TO BE CONNECTED

WITH EXISTING PIPE

TO THE SEA

TO THE SEA

W
C

W
C

1

2

3

4

5

6

7

9

10

8

1

20

18

18

19

19

19

18

16

17

16

16

16

17

+15.93

+15.56

15

14

14

UNDERGROUND

WATER CHANNEL

15

PARKING PLACE

SOIL/

VEGETATION

EXISTING

POLICE

STATION

WATER

RESERVOIR

DEMOLISHED

NEW RAMP

DISABLED

DRAINAGE

STEPS

RECONSTRUCTION

SOIL/

VEGETATION

FOUNTAIN

TO BE RESTORED

3
0
.
0
0

WELL

TO BE PRESERVED

FENCE TO PREVENT

ANIMALS ENTERING THE SITE

PEDESTRIAN

GATE

DISABLED RAMP

+17.50

+17.00

+17.50 +15.90 +15.84

+15.93

+15.50
+15.80

TOMBS

+15.60

STONE WALL

AS PER D16 DWG ENV05

D5

D8

D9

D19

D19

D11

D12

D13

D14

D15

D16

NEW RAMP

D17

EXISTING

ASPHALT ROAD

SOIL/ ROCK

FENCE ALONG

THE ROAD

EXISTING BUILDING (RESIDENCE)

NO WORK TO BE DONE AT THIS PHASE

BUILDING IN DANGER, TO BE FENCED

TO PREVENT PEOPLE ENTERING

VEHICLE

GATE

as per D9

D19

D18

D19

D10

D10

+11.00

FENCE ALONG

THE ROAD

CONCRETE &

GRANOSTONE

FENCE

FENCE

FENCING

VEHICLE

ENTRANCE

CONCRETE

BOARD

ELEVATED

BENCH

6
.
5

7

D1
D2

COLOURED

CEMENT

(GRANOSTONE)

D6

D3

D4

50.00

MAIN PEDESTRIAN

ENTRANCE

6
.
5

0

0
.
2

0
1

.
2

0

0
.
4

0

COLOURED

CEMENT

(OCHRE)

COLOURED

CEMENT

(GRANOSTONE)

TO THE SEA

TO THE SEA

D7

D7
D7

SOIL / ROCK
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1

2

3

4

5

6

7

9

10

8

1

20

DISABLED RAMP

D5

D8

PEDESTRIAN

ENTRANCE

VEHICLE

ENTRANCE

1% SLOPE

+17.50

18

18

19

19

19

18

17

16

16

16

17

+15.90
+15.87

+15.84

+15.80

+15.92
+15.85

+15.93

+15.56

+15.84

+15.93

+15.60

+15.50

+15.80

15

14

14

UNDERGROUND

WATER CHANNEL

15

VEHICLE

ENTRANCE

CHISELED LIMASSOL

STONE

 LIMASSOL STONE

CONCRETE &

GRANOSTONE

CONCRETE &

GRANOSTONE

 FOUNTAIN

TO BE RESTORED

 WATER TRAPS

 WATER TRAPS

 WATER TRAPS

 CHISELED LIMASSOL STONE

CHISELED LIMASSOL

STONE

 CHISELED LIMASSOL STONE

TOMBS

WATER TRAPS

MOVABLE

PILLARS

CONCRETE

BOARD

LIMASSOL STONE

BOARD

D6

D11

D12

D13

D14

D15

D16

D17

D20

SOIL/

VEGETATION

SOIL/

VEGETATION

UNDERGROUND

WATER CHANNEL

WATER

TRAP

UNDERGROUND

RAINWATER

CHANNEL Φ30

EXISTING

POLICE

STATION

WATER

RESERVOIR

DEMOLISHED

D18

+11.00

+12.80

+14.20

1% SLOPE

SOIL / ROCK

CONCRETE BOARD

ELEVATED

BENCH 1

(A-TYPE)

EXISTING

PAVEMENT

NEW HAND RAIL

 WATER TRAP

DISABLED RAMP

DEMOLISH

EXISTING WALL

BUILD NEW STONE WALL

(ENV03 - DETAIL 8) &

NEW RAIL

DISABLED RAMP

RECONSTRUCTION

OF STEPS

PAVEMENT

DEMOLITION OF EXISTING CONCRETE STEPS.

CONSTRUCTION OF NEW ONES (LIMASSOL

SOLID STONE) SEE DETAIL 21

CONSTRUCTION

OF NEW RAMP

NEW HAND RAIL

NEW PAVED AREA

NEW STEPS

NW ENTRANCE

VEHICLE &

PEDESTRIAN

WEST ENTRANCE

PEDESTRIAN

PEDESTRIAN

ENTRANCE

6
.
4
0

6
.
1
5

SW ENTRANCE

PEDESTRIAN

2.20

2.40

D2

10.83

1.80

12.00

15.10

CONCRETE

BOARDER

ELEVATED

BENCH 3

(A-TYPE)

D2

1
.
2
0

COLOURED

CEMENT

(OCHRE)

D1

D7

COLOURED

CEMENT

(GRANOSTONE)COLOURED

CEMENT

(GRANOSTONE)

4
.
9
0

D9

GRANOSTONE AREA

D7

D7

D4

D3

D7

D7

D7

ELEVATED

BENCH 2

(A-TYPE)

BENCH

(B-TYPE)

D22

D10

D10

WATER TRAPS

LIMASSOL STONE

TO THE SEA

TO THE SEA

3
.
2
5

UNDERGROUND

WATER CHANNEL

UNDERGROUND

WATER CHANNEL

UNDERGROUND

WATER CHANNEL
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1900

4Φ10x1400

4Φ10x2150

1300

10
0

4Φ10x3000
2500

4Φ10x2400

1000

Φ8x150 links

Φ8x150 links

4Φ10

1
5
0

150

4Φ10

70
0

100 70
0

100

4Φ12

20
0

40
0 Φ10x150 links

4Φ12

20
0

20
0

floor
reinforcement

20
0

4Φ12

20
0

Φ10x150 links4Φ12

20
0

20
0

4Φ12

20
0

20
0

10001000

1.63 380 380 380 380 380

1900

4
8
0

ELEVATION , SCALE 1:20

PLAN , SCALE 1:20

4
0
0

FAIR FACE CONCRETE

FAIR FACE CONCRETE

MITERED EDGE

MITERED EDGE

ROAD BOARDER BENCH

1
2
0

SECTION

1630

2
0
0

3
8
0

3
8
0

3
8
0

1
9
0
0

400

1
5
2
0

REINFORCED CONCRETE 20cm
COLOURED (OCHRE) WITH
DOUBLE GRID Y8/200+8K#

ELEVATED BENCH
FAIR FACE CONCRETE

CONSTRUCTION JOINT
SEALING MATERIAL

REINFORCED
CONCRETE 20cm THICK

& GRANOSTONE WITH
DOUBLE GRID

Y8/200+8K#

CONSTRUCTION JOINT
1cm

MITERED EDGE

400 1200 200

400

2
0
0

REINFORCED
CONCRETE 20cm
& GRANOSTONE
WITH DOUBLE GRID
Y8/200+8K#

1
0
0

CRUSHER RUN
VARIABLE HEIGHT
min 10cm
TO BE COMPRESSED

ROCK

ROAD BOARDER
REINFORCED

POLISHED
CONCRETE

GREY COLOUR
STRIP WIDTH 40 cm

MITERED EDGE

CONSTRUCTION
JOINT

VEHICLE ROAD

2
4
0

4
0

1
5
0

200

LIMASSOL STONE
BORDER 20x15cm

DEPTH

OCHRE COLOUR
(PEDESTRIAN)
REINFORCED
CONCRETE 20cm
WITH DOUBLE GRID
Y8/200+8K#

400

2
0
0

REINFORCED CONCRETE
EDGE 40x40 cm

1
0
0

REINFORCED
CONCRETE 20cm
& GRANOSTONE

WITH DOUBLE GRID
Y8/200+8K#

9
4

3
6
0

CRUSHER RUN
VARIABLE HEIGHT min 10cm
TO BE COMPRESSEDROCK

GRANOSTONE 4cm

4
0

CEMENT BORDER

LIMASSOL STONE
WIDTH 15cm,
LENGTH VARIES
15-25cm
THICKNESS 10 cm

REINFORCED CONCRETE 20cm
& GRANOSTONE WITH DOUBLE
GRID Y8/200+8K#

LIMASSOL STONE
SLAB 3CM THICK

LENGTH 40cm
VARIABLE WIDTH

CONSTRUCTION JOINT 1cm

MANUALLY REMOVABLE
PILLAR, METAL TUBE Φ10cm

LIMASSOL STONE 10Χ15,
LENGTH VARIES 15-25cm

SAND 4-5 cm

1
5
0

REINFORCED
CONCRETE 15cm
WITH SINGLE GRID
Y8/200#

400

3
0

ROCK

REINFORCED
CONCRETE 20cm
& GRANOSTONE

WITH DOUBLE GRID
Y8/200+8K#

2
0
0

LIMASSOL STONE
SLAB 3CM THICK
VARIABLE LENGTH

5
0

4
0

1
0
0

CEMENT
MORTAR
5 cm

CRUSHER RUN
VARIABLE HEIGHT min 10cm

TO BE COMPRESSED

MANUALLY REMOVABLE PILLAR,
METAL TUBE Φ10cm

NOT PERFORATED
LIMASSOL STONE

PREFABRICATED
PERFORATED

LIMASSOL STONE
PIECES

400

1
5
0

LIMASSOL STONE WIDTH 15cm,
LENGTH VARIES 15-25cm
THICKNESS 15 cm

LIMASSOL STONE 10Χ15,
LENGTH VARIES 15-25cm

SAND 4-5 CM

1
5
0

REINFORCED CONCRETE 15cm
WITH SINGLE GRID Y8/200#

(WHERE NEEDED)

1
0
0

CRUSHER RUN
10 CM

ROCK

1
5
0

LIMASSOL STONE 10Χ15,
LENGTH VARIES 15-25cm

5
0

1
5
0

1
0
0

400

4
5
0

4
0

1
5
0

SAND 4-5 CM

PREFABRICATED
PERFORATED

GRANITE
ELEMENTS

1
5
0

100

300

100

5
0

METAL ANGLE 4MM

FIXED TO THE GROUND

50

9
0
0

1
0
0
0

7
0
0

1
8
0

METAL HANDRAIL

Φ 5mm

METAL SHEET 4MM THICK

FIXED TO THE GROUND

METAL ANGLE

4mm THICK

50x100x100mm

1
0
0

50

METAL

HANDRAIL

Φ 5mm

60

1
3
0

METAL SHEET

4MM, ANGLED

70

CURVED

ENDING

METAL SHEET

4MM, ANGLED

METAL SHEET

4MM, ANGLED

EVERY 4 METRES

100

METAL SHEET 4MM THICK

ANGLED AND FIXED TO THE

GROUND EVERY 4 METRES

WELDING

LIMASSOL STONE
SLABS 3 CM THICK

LIMASSOL STONE
20x20x20 CM

1600

IRREGULAR STONE LOW WALL

WITH LIMASSOL STONE CAPING

400 600 600

3
0
0

400

2
0
0

450

RAIL SUPPORT (POSTS)

EVERY 240mm

CENTER TO CENTER

RAIL ANGLED METAL

SHEET EVERY 4M FOR

SUPPORT

CEMENT
MORTAR 3cm

SOLID LIMASSOL
EDGE STONE

20x20x40cm

CHISELED (ANTI-SLIPPERY)
LIMASSOL STONE
SLABS 3 CM THICK

1
0
0

3
03
0

EARTH
ROCK

REINFORCED CONCRETE 10cm
WITH SINGLE GRID Y8/200#

2
0
0

400

450

LIMASSOL STONE

CAPING

6
0

IRREGULAR STONE

LOW WALL

WITH LIMECEMENT MORTAR

MORTAR NOT TO BE

VISIBLE EXTERNALLY

METAL HANDRAIL

Φ50

8
2
0

 RC BASE
 RC BASECRUSHER RUN

VARIABLE HEIGHT min 10cm
TO BE COMPRESSED

MITERED EDGE

RECESSED
LIGHT FITTING

METAL SHEET 4MM THICK
ANGLED AND FIXED TO THE
GROUND EVERY 4 METRES

500

2
0
0

1
0
0

CRUSHER RUN
VARIABLE HEIGHT min 10cm
TO BE COMPRESSED

ROCK

VEHICLE ACCESS

WATER
DRAINAGE CHANNEL

PREFABRICATED PERFORATED
LIMASSOL STONE  ELEMENTS

1
5
0

100

300

100

4
0
0

REINFORCED CONCRETE 20cm THICK
& GRANOSTONE WITH DOUBLE GRID
Y8/200+8K#

500

2
0
0

1
0
0

CRUSHER RUN
VARIABLE HEIGHT min 10cm
TO BE COMPRESSED

ROCK

VEHICLE ACCESS

UNDERGROUND
WATER DRAINAGE PIPE

PREFABRICATED
LIMASSOL
STONE
ELEMENTS

1
5
0

REINFORCED CONCRETE 20cm THICK
& GRANOSTONE WITH DOUBLE GRID
Y8/200+8K#

D3

-

D3

-

D4

-

D4

-

500

300

2
0
0

REINFORCED CONCRETE 20cm THICK
& GRANOSTONE WITH DOUBLE GRID
Y8/200+8K#

PREFABRICATED PERFORATED
STONE  ELEMENTS

PREFABRICATED
STONE  PIECES

LIMASSOL STONE SLAB 15cm THICK
LENGTH 40cm
VARIABLE LENGTH

CONSTRUCTION JOINT
(ALUMINIUM STRIP
6MM X30MM)

8
.
6
7

2

.

2

2

1
.
9
0

3

.
4

2

1
.
1
4

2
.
8
4

2
0
0

3
0
0

3
0
0

4
.7

0

2
.
5
0

2

.
8

9

2
.
6
3

1

.

8

5

1
.
6
0

1
.
1
4

2
.
3
0

REINFORCED CONCRETE 20cm

COLOURED GRANOSTONE WITH

DOUBLE GRID Y8/200+8K#

LIMASSOL STONE 3cm THICK

VARIABLE LENGTH min 20cm

NOT PERFORATED

LIMASSOL STONE

PREFABRICATED PERFORATED
STONE  ELEMENTS

1500

4
8
0

CHISELED

LIMASSOL

STONE

CAPPING

1500

5
0
0

500

4
8
0

50

1
5
0

50

1500

5
0
0

500

4
8
0

50

1
5
0

50

MITERED EDGE

GROOVE

IRREGULAR

STONE

RC BASE

CHISELED

LIMASSOL

STONE SIDE

500
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950

5
0

PERIMETRIC HOLLOW SECTION

50x100 mm

METAL SHEET

5x70 mm

IRON SOLID SECTION

10x10 mm

95

74

320

SECONDARY ENTRANCE

PEDESTRIAN PASSAGE

LOCK TO BE CHOSEN ON SITE

scale 1:20

4
0
0

400

950

FAIR FACE RC LOW WALL

VARIABLE HEIGHT

DEPENDING ON

THE LANDSCAPE

min 30cm

SOLID STONE

PILLAR 40X40 cm

SOLID STONE

PILLAR 40X40 cm

PERIMETRIC

HOLLOW SECTION

50x100 mm

METAL SHEET

5x70 mm

IRON SOLID

SECTION

10x10 mm

A

P 01

A

P 01

B

P 01

B

P 01

A

P 01

B

P 01

B

P 01

METAL SHEET

5x70 mm

IRON SOLID

SECTION

10x10 mm

LIMASSOL STONE

PILLAR 40X40 cm

1900

1900

91 325

A

P 01

1
2
3

1
3
0

5
7
0

1
0
0

1
1
0

300

4
3
0

WALL MOUNTED

LIGHT FITTING

WALL MOUNTED

LIGHT FITTING

WALL MOUNTED

LIGHT FITTING

WALL MOUNTED

LIGHT FITTING

LIMASSOL

STONE

CAPING

4930

2000

1
5
0
0

PERIMETRIC

HOLLOW SECTION

50x100 mm

METAL SHEET

5x70 mm

METAL SHEET

5x70 mm

METAL SHEET

5x100mm

150 190 190 190

400

1
5
0

2
2
0

6
7
0

1
9
0

1
5
0

IRON SOLID

SECTION

10x10 mm

MAIN ENTRANCE - VEHICLES PASSAGE

SLIDING DOOR

LOCK TO BE CHOSEN ON SITE

METAL SHEET

5x70 mm

IRON SOLID

SECTION

10x10 mm

LIMASSOL STONE

PILLAR CAPING

400

500

2
0
0

1
9
0
0

LIMASSOL STONE

PILLAR 40X40 cm

LIMASSOL STONE

PILLAR 40X40 cm

PERIMETRIC

HOLLOW SECTION

50x100 mm

A

0000

A

0000

PERIMETRIC

HOLLOW SECTION

50x100 mm

IRON SOLID

SECTION

10x10 mm

METAL SHEET

5x100 mm

METAL SHEET

5x70 mm

1
0
0

7
0

390

390

SECTION A-A

LIMASSOL STONE

PILLAR 40X40 cm

B

P 01

B

P 01

PERIMETRIC

HOLLOW SECTION

50x100 mm

IRON SOLID

SECTION

10x10 mm

METAL SHEET

5x70 mm

METAL SHEET

5x100mm

MAIN ENTRANCE (SOUTHWEST)

VEHICLE ACCESS

SLIDING DOOR

IRON SOLID

SECTION

10x10 mm

1
0
0

7
0

390

300

4
3
0

300

4
3
0

HEAVY DUTY

SLIDING

MECHANISM

2 WHEELS PER

LEAF

ANGLE IRON

8x40x40mm

FIXED ON

CEMENT BASE

CEMENT BASE

20X20mm

WALL MOUNTED

LIGHT FITTING

RC BASE

IRON SOLID

SECTION

10x10 mm

METAL SHEET

5x70 mm

PERIMETRIC

HOLLOW SECTION

50x100 mm

300

RC BASE

IRON SOLID

SECTION

10x10 mm

FAIR FACE

RC LOW WALL

VARIABLE HEIGHT

DEPENDING ON

THE LANDSCAPE

min 30cm

METAL SHEET

5x70 mm

LIMASSOL STONE

PILLAR CAPING

300

RC BASE

IRON SOLID

SECTION

10x10 mm

FAIR FACE

RC LOW WALL

VARIABLE HEIGHT

DEPENDING ON

THE LANDSCAPE

min 30cm

METAL SHEET

5x70 mm

LIMASSOL STONE

PILLAR CAPING

1
2
3

1
3
0

5
7
0

1
0
0

1
1
0

2
9
0

FAIR FACE CONCRETE LOW WALL

VARIABLE HEIGHT

DEPENDING ON THE CONTOUR LINES

min 30cm

IRON SOLID

SECTION

10x10 mm

IRON SOLID

SECTION

10x10 mm

430

approx. 5.22 from pillar to pillar

SITE'S FENCE

PERIMETRIC RAILING

100 100

1
1
0

100 100

approx. 5.22 from pillar to pillar

PILLAR CAPING

LIMASSOL STONE

PILLAR CAPING

400

4
0
0

SOLID

STONE PILLAR

40x40 cm

600

3
0
0

200

6
0
0

3
0

1
0
0

200

2
0
0

30

CHISELED (ANTI-SLIPPERY)
LIMASSOL STONE
SLABS 3cm THICK PAVEMENT EDGE STONE

LIMASSOL STONE
15x15x60cm

REINFORCED
CONCRETE 10cm

WITH SINGLE GRID
Y8/200#

RC BASE

CRUSHER RUN
FOR LEVELING -

LIMASSOL STONE SLAB
3cm THICK, 30x60cm
VARIABLE HEIGHT

CHISELED (ANTI-SLIPPERY)
LIMASSOL STONE SLABS
3cm THICK, 30X60cm

PAVEMENT EDGE STONE
LIMASSOL STONE

20x20x60cm

existing arcade
low wall

50

1
8

0

50

70

TO BE FIXED ON THE
EXISTING WALL

3
0

15cm COMPACTED

PAVEMENT EDGE STONE
LIMASSOL STONE

20x20x60cm

LIMASSOL STONE SLAB
3cm THICK, 30x60cm, VARIABLE HEIGHT

5
0

METAL ANGLE 4MM

FIXED TO THE GROUND

METAL

HANDRAIL

Φ 5mm

60

1
3

0

METAL SHEET

4MM, ANGLED

CURVED

ENDING

METAL ANGLE 4MM

FIXED TO THE GROUND

METAL

HANDRAIL

Φ 5mm

60

1
3

0

METAL SHEET

4MM, ANGLED

PREFABRICATED FENCE

D18

METAL TUBE GALVANIZED

4
0

Φ 4cm

RC base

RC base

1930

300

4
3
0

4
0

0

400

SOLID STONE

PILLAR 40X40 cm

1930

70

PERIMETRIC

HOLLOW SECTION

50x100 mm

925

70

300

4
3
0

IRON SOLID

SECTION

10x10 mm

METAL SHEET

5x70 mm

NW ENTRANCE FOR VEHICLES AND PEDESTRIANS

140

1
9

0

8
0

0

7
0

PERIMETRIC HOLLOW SECTION

50x100 mm

METAL SHEET

5x70 mm

LIMASSOL STONE

PILLAR 40X40 cm

METAL SHEET

5x70 mm

140

1
9

0

8
0

0

7
0

METAL SHEET

5x70 mm

95

74

320

LOCK TO BE CHOSEN ON SITE

1
3

5
0

1
2

5
0

1000

4000

70

400 400

6500

49

6500

400

2
0

0

1
0
0

VEHICLE ROAD

2
4

0

4
0

400

1000

4000

400

PLEASE REFER TO:
SUBSTRUCTURE
DETAIL D1/ENV03

PEDESTRIAN
PATHWAY

REINFORCED CONCRETE 20cm &
GRANOSTONE WITH DOUBLE GRID

Y8/200+8K#
OCHRE COLOURED

CEMENT
GRANOSTONE

1
5

0

200

CRUSHER RUN
VARIABLE HEIGHT min 10cm

TO BE COMPRESSED
LIMASSOL STONE BLOCKS,

20x12x DEPTH 15cm
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4
.
0
2

8
.
1
8

3
.
1
4

9
.
7
0

CONSTRUCTION

OF NEW ''PHIALE''

CONSTRUCTION

OF NEW ''PHIALE''

PAVEMENT EDGE STONE

LIMASSOL STONE 15x15cm

VARIABLE LENGHT, min 20cm

PAVEMENT EDGE STONE

LIMASSOL STONE 15x15cm

VARIABLE LENGHT, min 20cm

REINFORCED CONCRETE 20cm

& GRANOSTONE WITH DOUBLE

GRID Y8/200+8K#

23.95

5
.
8
0

6.95

2.16

9.09

VEGETATION

STONE LOW WALL

STONE LOW WALL& RAIL

COSNTRUCTION JOINT

PAVEMENT EDGE STONE

LIMASSOL STONE 15x15cm

VARIABLE LENGHT, min 20cm

REINFORCED CONCRETE 20cm

& GRANOSTONE

LIMASSOL STONE SLABS

50X50 cm

LIMASSOL STONE SLABS

50X50 cm

LIMASSOL STONE SLABS

50X50 cm

PAVEMENT EDGE STONE

LIMASSOL STONE 15x15cm

VARIABLE LENGHT, min 20cm

PATRON'S MEMORIAL

LOW WALL 

& RAILNG

LOW WALL 

& RAILNG

RAILING

RAILING

PAVEMENT EDGE STONE

PEDESTRIANS

ENTRANCE

LIMASSOL STONE SLABS

50X50 cm

PEDESTRIAN

ENTRANCE

PEDESTRIAN

ENTRANCE

WATER TRAP

PREFABRICATED

PERFORATED

GRANITE ELEMENTS

WATER TRAP

PREFABRICATED

PERFORATED

GRANITE ELEMENTS

VEHICLE

ENTRANCE

D17

D13

D14

D15

D16

BENCH TYPE B

BENCH TYPE B

BENCH TYPE B

BENCH TYPE B

BENCH TYPE B

BENCH TYPE B

STONEPILLARS

STONEPILLARS

4
0
5
2

4
0
5
2

AREA WITH CEMENT OR ASPHALT

TO BE CLEANED

AREA WITH SOIL & ROCK

AREA WITH CEMENT OR ASPHALT

AREA WITH SOIL & ROCK

LIMASSOL STONE SLABS

50X50 cm

D15

D22

D15

D21

D15

2000 2000

D16

2
0
4
0

3
0
5
0

1500

140

1
9
0

8
0
0

7
0

1500

140

1
9
0

8
0
0

7
0

PERIMETRIC HOLLOW SECTION

50x100 mm

METAL SHEET

5x70 mm

METAL SHEET

5x70 mm

IRON SOLID SECTION

10x10 mm
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