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Purling, 3X6 cm Hollow rectangular.
Anti-corrosion + Oil paint yellow color
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Column "12 No.", 4X8 cm Hollow rectangular.
Anti-corrosion + Oil paint yellow color.

Horizontal Support, 4X8 cm Hollow rectangular.
Anti-corrosion + Oil paint yellow color.
Welding Joints accepted

EXPANDED METAL SHEET + BAMBOO PANELS
POLISHED PAINT 2 LAYERS + ANTI TERMITE SOLUTION

Column support 4X8 cm Hollow rectangular.
5 cm length. welded to column post.
Anti-corrosion + Oil paint yellow color.

Purling, 3X6 cm Hollow rectangular.
Anti-corrosion + Oil paint yellow color

Truss , 4X8 cm Hollow
rectangular.
Anti-corrosion +
Oil paint yellow color

Thk. 8mm steel plate
Size:30X30 cm,
Anti-corrosion +
Oil paint yellow color

+ 4 anchor bolt,
Ø 10 mm
welded to base
steel

50X50X75 cm RC Base,
1:2:4 mix,
Steel: Y 4 Ø 12 mm.
Links:
1X8mm @ 150mm
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Steel Column
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SECTION

ELECTRICAL LAYOUT
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CHAINLINK MESH 50 X 50 MM.

EARTH SOIL

EARTH SOIL

SELECTED SOIL
SELECTED SOIL

RC CONCRETE

MIX1:2:4

RC CONCRETE

MIX1:2:4

EQUAL ANGLE 80 X 80 MM.
WITH SUPPORTS 45° SLOPE

ONE LAYER OF RAZOR WIRE
FIXED TO V-SHAPE ANGLE

NGL
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MIN. 0.60 M.

Sectional Details
Typical Sections
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GRANITE HARD ROCK FOUNDATION
USING C/S MORTAR 1:8

1 BRICK WALL THICKNESS
WITH tartora MORTAR
 PLASTERED 2cm BOTH FACE C/S 1:8
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Horizontal Support,
4X8 cm Hollow rectangular.
Anti-corrosion
+ Oil paint yellow color.
Welding Joints accepted

BAMBOO SHEETS
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One Brick Wall
TARTORA mortar,

C/S plaster

EXPANDED METAL SHEET
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Thk. 8mm steel plate
Size:30X30 cm,
Anti-corrosion + Oil paint yellow color
+4 anchor bolt,  Ø 10 mm welded to base steel

50X50X75 cm RC Base,
1:2:4 mix,
Steel: Y 4 Ø 12 mm.
Links:
1X8mm @ 150mm0

.
7
5

Steel Column + RC Base

Column "12 No.", 4X8 cm Hollow rectangular.
Anti-corrosion + Oil paint yellow color.

Column support 4X8 cm Hollow rectangular.
5 cm length. welded to column post.
Anti-corrosion + Oil paint yellow color.
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Detailed Section



0
.
0
4 Column "12 No.", 4X8 cm Hollow rectangular.

Anti-corrosion + Oil paint yellow color.

Horizontal Support, 4X8 cm Hollow rectangular.
Anti-corrosion + Oil paint yellow color. Welding Joints accepted

Sun Shade Net Fabric, double layer

Column support 4X8 cm Hollow rectangular.
5 cm length. welded to column post.
Anti-corrosion + Oil paint yellow color.

Purling, 3X6 cm Hollow rectangular.
Anti-corrosion + Oil paint yellow color

Truss , 4X8 cm Hollow
rectangular.
Anti-corrosion +
Oil paint yellow color
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Steel Column + Truss
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Width1500xH.1250mm

W2 Painted Steel QTY = 5

Hinged Window

Flyscreen Mesh

6mm Glaze

Frame (4X8 Tube)

Window Leaf (3X6 Tube)

Grill (3/4" X 3/4" Tube)

3Handle & 6Latch
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Width1500xH.1250mm

W3 Painted Steel QTY = 4

Hinged Window

Flyscreen Mesh

4MM LEXAN

Frame (4X8 Tube)

Window Leaf (3X6 Tube)

Grill (3/4 X 3/4" Tube)

2 Handle & 4 Latch
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Detailed Section

FRAME 4X 8AND DOOR LEAF 3X6

FINISHED OIL PAINTS  3COATS ON

  3COATS OF ANTI-CORROGION PAINT

 3HEAVY DUTY HINGES

FRAME 4X 8AND DOOR LEAF 3X6

FINISHED OIL PAINTS  3COATS ON

  3COATS OF ANTI-CORROGION PAINT

 3HEAVY DUTY HINGES



Width1800xH.2150mm

D4 Painted Steel QTY = 1

Hinged STEEL DOOR

Frame (4X8 Tube)

Door Leaf (3X6 Tube)

3 Hinges Each Leaf

1Handle & 2 Latch

LEXAN @ Door Leaf
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Detailed Section

FRAME 4X 8AND DOOR LEAF 3X6

FINISHED OIL PAINTS  3COATS ON

  3COATS OF ANTI-CORROGION PAINT

 3HEAVY DUTY HINGES



Width800xH.2150mm

D1 Painted Steel 

Hinged STEEL DOOR

Frame (4X8 Tube)

Door Leaf (3X6 Tube)

3 Hinges Each Leaf

1Handle & 2 Latch
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Width1000xH.2150mm

D2 Painted Steel

Hinged STEEL DOOR

Frame (4X8 Tube)

Door Leaf (3X6 Tube)

3 Hinges Each Leaf

1Handle & 2 Latch
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LEXAN @ Door Leaf

LEXAN @ Door Leaf
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Detailed Section

FRAME 4X 8AND DOOR LEAF 3X6

FINISHED OIL PAINTS  3COATS ON

  3COATS OF ANTI-CORROGION PAINT

 3HEAVY DUTY HINGES

FRAME 4X 8AND DOOR LEAF 3X6

FINISHED OIL PAINTS  3COATS ON

  3COATS OF ANTI-CORROGION PAINT

 3HEAVY DUTY HINGES



LATRINE UNIT

TOILETS
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Front View

+ 3.30

+ 3.30

3 X 6 Rectangular Steel Tube

3.00

US Zinc Sheet Fixed To tubes with Self Drilling Scerws

STRIP FOUNDATION
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Latrine
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15 cm RC SLAB

SELF DRILLING

STAINLESS STEEL

SCREW

PANEL B

US ZINC SHEET

RUBBER WASHER

SILICONE SEALANT

SILICONE SEALANT

PANEL A

US ZINC SHEET

Standard Details

6 m length 3 X 6 Rectangular Steel Tube

6 m length 4 X 8 Rectangular Steel Tube

6 m. length 3 inch dia. steel pipe

0

QUANTITIES : (FOR LATRINE ROOF)

US Zinc Sheet 6 m. Length

9 Sq.M.

Self Drilling Stainless Steel Screws
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 BOTTOM STEEL  :

Y Ø 12  QTY = 7 BAR(12M) 

Y12 MM  = 0.075 TON .

PLAN

SLAB THICKNESS = 10 CM

30

Y2Ø12

1
0

FOR LATRINE

Above Doors Typical Length = 2.50 m. QTY = 1

Above Windows Typical Length = 0.80 m. QTY = 2

Y Ø 12 LENGTH = 12 M. QTY = 1 BAR(12M) 

Y12 MM  = 0.011 TON .

FOR LINTELS' BEAMS

Y Ø 8 LENGTH = 12 M. QTY = 2 BAR(12M) 

W4

W4

1.5 BRICK WALL

MIX 1:8 C/S

WITH CEMENT MORTAR

1.5 cm Thick C/S Plastering Internally (Water Cured)
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Detailed Plan

W3 W3 W3

W3 W3 W3

5.94 4.06
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 3X 6CM SECTION PURLING@70cm c/c

  3COATS OF ANTI-CORROGION PAINT

TRUSS

@2.5m c/c

4X8CM SECTION

 3COATS OF ANTI-CORROGION PAINT

 10CM THK .RC FLOOR SLAB

THK8.MM @  25CM C/C BOTH WAY

 10CM THK .PC FLOOR

SLOPE OUTSIDE

 20X 30CM RC Roof Beam

4Ø10,Links Ø8@0.20m c/c
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GRANITE HARD ROCK FOUNDATION
USING C/S MORTAR 1:8

2 Burnt Bricks Thick Wall
USING C/S MORTAR 1:8
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