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4. Supply air ducts are heat insulated w
ith "Energoflex" m

aterial 20 m
m
 thick (or analog). 

3. Size* - size is clarified at place, depending on the brand m
odel of the selected equipm

ent.
2. To provide regulation of air through the grilles and diffusers by using air flow

 valves, w
hich are included.

S1
500х250(h)

300х200(h)

1000

L 490
S1

400х200(h)

300х150(h)

200х150(h)

400х200(h)

3500

1500 300 800

400

500300

Duct drop
300х150(h)

300

900

1200*

200х150(h)

3300

600*

25

SN1

SN2 SN3

SN4

300

2700х650x1200(h)*

2700х650x1200(h)*

Nova-E-R1-200x150
Egg crate return grille w

ith a valve

Nova-E-R1-300x100

Nova-E-R1-400x150

Nova-E-R1-400x200

Nova-E-R1-300x150

4'

4'

4'4'

4'

10'

11'

12'

13'

13'

16'

15'
15'

PUHZ-P250YHA

9. To provide transfer grilles in the w
alls at the m

ark +0,500 from
 the floor level. 
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ark 0,000

Ventilation and air conditioning.

Reference-laboratory 
m
anager

Project 
Draw

n by

Air diffusors and adjustm
ent devices

#
Type

Plan at m
ark 0,000

2units

2units

2units

2units

2units

2units

2units
2units

2units

2units

Hood 600х600х500(h)*

Hood 600х600х500(h)*

3units

Protecting fence

Protecting fence

3units

2units

Notes

В

Turkm
enistan, Dashoguz, Niyazov's District, TB Hospital

2
 m

Type
#

Area,

Breakdow
n of prem

ises

Sw
itchboard room

Foundation footing 

Foundation footing 

Supply diffusor w
ith a valve Kvadra-R1-225

Supply diffusor w
ith a valve Kvadra-R1-300

Supply diffusor w
ith a valve Kvadra-R1-375

Supply diffusor w
ith a valve Kvadra-R1-450

Egg crate return grille w
ith a valve

Egg crate return grille w
ith a valve

Egg crate return grille w
ith a valve

Egg crate return grille w
ith a valve

Safety grille SG125

Safety grille SG100

Safety grille SG160

Fixed louver transfer grille Nova-D-1-200x150

Adjustable louver double-row
 grille  

Fixed louver transfer grille Nova-D-1-300x150

Fixed louver transfer grille Nova-D-1-400x200

#
Type

1.  Level of the 1st floor is taken for 0,000 m
ark.

5. There should be provided service doors in false ceiling to ensure access to throttle-valves and bactericidal air treatm
ent sections.

6. To provide condensate w
ater rem

oval to the outside or into the sew
erage system

 for the internal blocks of split-system
s C1-C3.

7. Сom
pression-condensation units of S1-S4 system

s should be located outdoors. To arrange footing and protecting fence w
ith sloping protective canopy.

8. Length of inserts-adapters used in room
s w

ith false ceilings should be increased w
ith the account for the height of inter-ceiling space.

Class I type biological safety cabinet
(w

orking w
idth 1200m

m
)

Class II type biological safety cabinet
(w

orking w
idth 1200m

m
)

Class II type biological safety cabinet
(w

orking w
idth 1500m

m
)


