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REQUEST FOR QUOTATION (RFQ)

	UNDP BIH
Zmaja od Bosne bb; Sarajevo
	DATE: May 15, 2020

	
	REFERENCE: BIH/RFQ/065/20



Dear Sir / Madam:

We kindly request you to submit your quotation for:

Supply and Delivery of Firefighting Equipment

 as detailed in Annex 1 of this RFQ.  When preparing your quotation, please be guided by the form attached hereto as Annex 2.

Quotations may be submitted on or before Monday, June 1, 2020 by 12:00 CET and via email or courier mail to the address below:
United Nations Development Programme
Zmaja od Bosne bb, Sarajevo 71000
General Service or 
by email to registry.ba@undp.org 
REF: BIH- RFQ-065-20

Quotations submitted by email must be limited to a maximum of 20 MB, virus-free  and no more than 5 email  transmissions.  They must be free from any form of virus or corrupted contents, or the quotations shall be rejected.  

It shall remain your responsibility to ensure that your quotation will reach the address above on or before the deadline.  Quotations that are received by UNDP after the deadline indicated above, for whatever reason, shall not be considered for evaluation.  If you are submitting your quotation by email, kindly ensure that they are signed and in the .pdf format, and free from any virus or corrupted files.

Please take note of the following requirements and conditions pertaining to the supply of the abovementioned good/s:  
	Delivery Terms [INCOTERMS 2010] 
	DDP


	Customs clearance, if needed, shall be done by:
	Supplier/Offeror  

	Exact Address/es of Delivery Location/s 
	To be confirmed upon award notification. 
Possible locations are Sarajevo, Konjic, Jablanica, Nevesinje and Bileća.

	UNDP Preferred Freight Forwarder, if any
	Not applicable

	Distribution of shipping documents 
	Not applicable

	Latest Expected Delivery Date and Time (if delivery time exceeds this, quote may be rejected by UNDP)
	Preferably from stock but not later than 30 days upon acceptance of UNDP Purchase Order
 

	Delivery Schedule
	N/A

	Packing Requirements 
	N/A 

	Mode of Transport
	N/A

	Preferred Currency of Quotation
	Local Currency: BAM

	Value Added Tax on Price Quotation
	Must be exclusive of VAT and other applicable indirect taxes (VAT stated separately)

	After-sales services required
	N/A

	Deadline for the Submission of Quotation 
	June 01, 2020 by 12:00 CET

	All documentations, including catalogs, instructions and operating manuals, shall be in this language 
	Local or English language

	Documents to be submitted
	☒ Duly Accomplished Form as provided in Annex 2, and in accordance with the list of requirements in Annex 1;/Pravilno ispunjen obrazac kako je navedeno u Prilogu 2 i u skladu sa listom zahtjeva u Prilogu 1
☒  Latest Business Registration Certificate; /Najnovije rješenje o registraciji;
☒ Certification or authorization to act as Sales Agent in behalf of the Manufacturer, or Power of Attorney, if bidder is not a manufacturer; /Potvrda o zastupanju proizvođača čiji su proizvodi ponuđeni, ukoliko ponuđač nije ujedno i proizvođač;
☒ Latest Internal Revenue Certificate / Tax Clearance; / Najnovija potvrda o izmirenim poreznim obavezama ili oslobađanju od poreznih obaveza;
☒ Catalogue/technical specification of the offered products and equipment /Katalog proizvoda sa tačno označenim proizvodima i specifikacijom iz ponude za traženu opremu; 
☒ Quality Certificates (where applicable)/ Certifikati kvalitete 
☒ After sales services provided for the guarantee period – Information regarding maintenance/service of offered good at the expense of the offeror to deliver the maintenance/service at the delivery site, for a minimum of 1-year guarantee period / Pružanje usluga u garantnom roku - održavanje / servis ponuđene robe na štetu ponuđača da izvrši održavanje / popravku robe koja podliježe garantnim uslovima na mjestu isporuke, u trajanju od najmanje jednogodišnjeg garantnog roka;


	Period of Validity of Quotes starting the Submission Date
	60 days 

	Partial Quotes
	Partial quotes are permitted. Offeror can submit quote per item /  Djelomične ponude su dopuštene. Ponuđač može dostaviti ponudu za pojedinačne stavke 

	Payment Terms
	100% within 30 days upon UNDP’s acceptance of the goods delivered as specified and receipt of invoice 

	Advanced Payment
	Not allowed

	
Evaluation Criteria 
	☒ Technical responsiveness/Full compliance to requirements and lowest price per item
☒ Full acceptance of the PO/Contract General Terms and Conditions 

	UNDP will award to:
	One or more suppliers, depending on the following factors:
☒ Technical responsiveness/Full compliance to requirements and lowest price per item

* In the best interest of the organization, UNDP reserves the right not to award the Contract to the lowest priced bidder or any bidder at all.

	Type of Contract to be Signed
	☒ Contract for goods/services for/to UNDP; 
☒ Purchase Order/s

	Special conditions of Contract
	Cancellation of PO/Contract if the delivery/completion is delayed by 10 days

	Conditions for Release of Payment
	Written Acceptance of Goods based on full compliance with RFQ requirements

	
Annexes to this RFQ
	☒ Specifications of the Goods Required (Annex 1)
☒ Form for Submission of Quotation (Annex 2)
☒ General Terms and Conditions / Special Conditions (Annex 3) Link:  English version  
Non-acceptance of the terms of the General Terms and Conditions (GTC) shall be grounds for disqualification from this procurement process.  

	
Contact Person for Inquiries
(Written inquiries only)
	UNDP BIH - GENERAL SERVICES registry.ba@undp.org  Fax: 033 552 330
Any delay in UNDP’s response shall be not used as a reason for extending the deadline for submission, unless UNDP determines that such an extension is necessary and communicates a new deadline to the Proposers.




Goods offered shall be reviewed based on completeness and compliance of the quotation with the minimum specifications described above and any other annexes providing details of UNDP requirements. 

The quotation that complies with all of the specifications, requirements and offers the lowest price, as well as all other evaluation criteria indicated, shall be selected.  Any offer that does not meet the requirements shall be rejected.

Any discrepancy between the unit price and the total price (obtained by multiplying the unit price and quantity) shall be re-computed by UNDP.  The unit price shall prevail and the total price shall be corrected.  If the supplier does not accept the final price based on UNDP’s re-computation and correction of errors, its quotation will be rejected.  

After UNDP has identified the lowest price offer, UNDP reserves the right to award the contract based only on the prices of the goods in the event that the transportation cost (freight and insurance) is found to be higher than UNDP’s own estimated cost if sourced from its own freight forwarder and insurance provider.  

At any time during the validity of the quotation, no price variation due to escalation, inflation, fluctuation in exchange rates, or any other market factors shall be accepted by UNDP after it has received the quotation.   At the time of award of Contract or Purchase Order, UNDP reserves the right to vary (increase or decrease) the quantity of services and/or goods, by up to a maximum twenty five per cent (25%) of the total offer, without any change in the unit price or other terms and conditions.  

Any Purchase Order that will be issued as a result of this RFQ shall be subject to the General Terms and Conditions attached hereto.  The mere act of submission of a quotation implies that the vendor accepts without question the General Terms and Conditions of UNDP herein attached as Annex 3.

UNDP is not bound to accept any quotation, nor award a contract/Purchase Order, nor be responsible for any costs associated with a Supplier’s preparation and submission of a quotation, regardless of the outcome or the manner of conducting the selection process. 
	Please be advised that UNDP’s vendor protest procedure is intended to afford an opportunity to appeal for persons or firms not awarded a purchase order or contract in a competitive procurement process.  In the event that you believe you have not been fairly treated, you can find detailed information about vendor protest procedures in the following link: 
http://www.undp.org/content/undp/en/home/operations/procurement/protestandsanctions/
	UNDP encourages every prospective Vendor to avoid and prevent conflicts of interest, by disclosing to UNDP if you, or any of your affiliates or personnel, were involved in the preparation of the requirements, design, specifications, cost estimates, and other information used in this RFQ.  
UNDP implements a zero tolerance on fraud and other proscribed practices, and is committed to identifying and addressing all such acts and practices against UNDP, as well as third parties involved in UNDP activities.  UNDP expects its suppliers to adhere to the UN Supplier Code of Conduct found in this link : http://www.un.org/depts/ptd/pdf/conduct_english.pdf 

Thank you and we look forward to receiving your quotation.

Sincerely yours,

UNDP BIH			May 15, 2020






Annex I
TECHNICAL SPECIFICATION
	Firefighting Equipment
	Unit of measure
	Quantity

	Item
	Technical specification / description

	
1.
	Teleskopski spasilački cilindar sa priborom (armaturna pritisna ploča sprijeda i armaturna pritisna ploča pozadi)                                                                                   
	Telescopic rescue ram (base support front and base support back)
	pcs
	1

	
	Karakteristike cilindra:
Pritisak 189,4/99KN, početna dužina 650 mm, izvlačenje klipa 850 mm, krajnja dužina 1500 mm, težina 18 kg, klasa EN:TR 189/470-88/380-18. 
Proizvođač WEBER
	Ram characteristics:
Pressure 189.4 / 99KN, initial length 650 mm, piston extension 850 mm, final length 1500 mm, weight 18 kg, class EN: TR 189 / 470-88 / 380-18.
Manufacturer WEBER
	
	

	2.
	Agregat za struju na benzin sa digitalnim automatskim regulatorom napona (D-AVR) 
	Petrol -powered power unit with digital automatic voltage regulator (D-AVR)
	pcs
	1

	
	Minimalno 4 kW, monofazni napon 230 V, minimalno 2x šuko utičnice; 
Ponuđač ima poslovnu saradnju sa ovlaštenim servisom u BiH ili vlastiti ovlašteni servis.
	Minimum 4 kW, single-phase voltage 230 V, minimum 2x schuko sockets;
The bidder has business cooperation with an authorized service in BiH or its own authorized service.
	
	

	3.
	Pumpa za vodu na struju                                           
	Electric water pump
	pcs
	1

	
	Minimalno 1,7 kW, H max = 17 m
Ponuđač ima ovlašteni servis u BiH
(GRUNDFOS UNILIFT AP 12.50.11.A1 ili slična)
Ponuđač ima poslovnu saradnju sa ovlaštenim servisom u BiH ili vlastiti ovlašteni servis.
	Minimum 1.7 kW, H max = 17 m
The bidder has an authorized service in BiH
(GRUNDFOS UNILIFT AP 12.50.11.A1 or similar)
The bidder has business cooperation with an authorized service in BiH or its own authorized service.
	
	

	4.
	Pumpa za vodu na benzin, 
	Petrol -powered water pump
	pcs
	1

	
	Snaga motora min. 4 kW,
Kapacitet protoka ≈ 1100 l/min.
Visina izbacivanja max. 26m 
Ponuđač ima poslovnu saradnju sa ovlaštenim servisom u BiH ili vlastiti ovlašteni servis.
	Engine power min. 4 kW
Flow capacity ≈ 1100 l / min.
Discharge height max. 26m
The bidder has business cooperation with an authorized service in BiH or its own authorized service.
	
	

	5.
	Dvodijelne vatrogosne merdevine minimalne dužine 8 m (EN-1147)                                    
	Two-parts fire ladder with a minimum length of 8 m (EN-1147)
	pcs
	1

	6.
	[bookmark: _Hlk41473344]Disajni aparat sa karbonskom bocom 300 bar. 
Sa maskom za lice kompozitno s bocom sa pritiskom 300 bara. U skladu sa EN  137; 2006,  tip  2  zahtjevi  (uključujući i test zapaljivosti)  i direktiva   94/9/  EC  (ATEX), BVS  05  ATEX   H  027-I M1, II 1 G, II C T6 - 3*C <Ta< + 60*C, II 1 D. Aparat opremljen sa nosećim trakama sa jastučićima koje zadovoljavaju EN 135, 2006,  tip  2 (test zapaljivosti). Noseća ploča napravljena od antistatičkog materijala i otpornog na agresivne materije i temperaturu sa pričvršćenim reducir ventilom 300 bara sa DIN G 5/8  navojem koji treba da je ugrađen tako da buda zaštićen od spoljašnjih oštećenja. Kaiš za bocu u skladu sa EN 12245 +A1 ; 2011.
	Self-contained breathing apparatus with carbon tank 300 bar
With a face mask composite with a bottle with a pressure of 300 bar. In accordance with EN 137; 2006, type 2 requirements (including flammability test) and Directive 94/9 / EC (ATEX), BVS 05 ATEX H 027-I M1, II 1 G, II C T6 - 3 * C <Ta <+ 60 * C, II 1 D. Apparatus equipped with support straps with pads complying with EN 135, 2006, type 2 (flammability test). Support plate made of antistatic material and resistant to aggressive substances and temperature with attached reducing valve 300 bar with DIN G 5/8 thread which should be installed so as to be protected from external damage. Bottle strap in accordance with EN 12245 + A1; 2011.
	pcs
	2

	7.
	Naprtnjače za gašenje požara vodom. 
Tip V25                                                                               
	25-liter water backpack pump for suppression of initial fires
	pcs
	70

	8.
	Motorna pila 
	Chainsaw
	pcs
	1

	
	Zapremina: ≥ 50 cm3; Snaga: ≥ 3 kW; 
Težina: ≤ 7 kg; Vodilica / mač: ≥ 40 i ≤ 50 cm; Ponuđač ima poslovnu saradnju sa ovlaštenim servisom u BiH ili vlastiti ovlašteni servis.
	Displacement: ≥ 59 cm³; Weight: ≤ 7 kg;
Power output: ≥ 3 kW; Bar length: 40-50 cm
The bidder has business cooperation with an authorized service in BiH or its own authorized service.
	
	

	9.
	Dron  
	Drone
	pcs
	2

	
	[bookmark: _Hlk41474279]Dron dometa minimalno 6 km i trajanje leta minimalno 25 minuta, min. 4K/30fps/12MP gimbal kamera, mogućnost video prijenosa u 1080p, senzor za izbjegavanje prepreka u 5 smjerova, "Return to Home"  
	Drone with at least 6 km range and a flight duration of at least 25 minutes, min. 4K / 30fps / 12MP gimbal camera, 1080p video transmission capability, 5-way collision avoidance sensor, "Return to Home"
	
	

	10.
	[bookmark: _Hlk41474368]Leđni motorni puhač lišća 
	Petrol blower
	pcs
	4

	
	[bookmark: _Hlk41474415]Četverotaktni motor; Protok zraka: ≥ 600 m3/h; Brzina izduva: ≥ 70 m/sec; Težina: ≤ 13 kg; Ponuđač ima poslovnu saradnju sa ovlaštenim servisom u BiH ili vlastiti ovlašteni servis.
	Engine: four-stroke; Air flow: ≥ 600 m3/h; Exhaust speed: ≥ 70 m/sec; Weight: ≤ 13 kg; The bidder has business cooperation with an authorized service in BiH or its own authorized service.
	
	

	11.
	Komplet za prvu pomoć
	First Aid kit
	pcs
	2

	
	Kofer u kojem se nalaze sredstva za obradu opekotina, rana, lomova, kontuzija. Zavoji, gaze, flasteri, prekrivači, povoji, bandažeri, makaze, pincete, intubatori, komplet za šivanje rana, rastvori za dezinfekciju rana, ispiranje očiju, antibiotički sprej, lijekovi za bolove i temperaturu. Sa opremom za imobilizaciju vrata i glave.
	Suitcase containing medicaments for treating burns, wounds, fractures, contusions. Bandages, gauze, plasters, blankets, scissors, tweezers, intubators, wound suturing kit, wound disinfectant solutions, eyewash solution, antibiotic spray, painkillers and fever medicaments. With neck and head immobilization equipment.
	
	

	12.
	Naprtnjača - leđni nosač za cijevi 
	Hose Carrying Backpack
	pcs
	2

	
	- Naprtnjača sa prostorom za najmanje 10 vatrogasnih cijevi fi 25 i dodatke
	- Backpack with space for at least 10 fire hoses fi 25 and accessories
	
	

	13.
	Aparat za punjenje vatrogasnih aparata Co2  CFA Mobil sa pripadajućim dodacima
	Carbon dioxide filling unit CFA Mobil with accessories
	pcs
	1

	
	- Punjenje boca 2 do 30 kg
- Električni motor 230V, 50Hz, 1.1kW
- 5 m kabla za napajanje H07RN-F 3 G 1,5 mm2
-Snaga punjenja: 3,5 kg / min
	- CO2 bottles from 2–30 kg can be filled
- Electric motor	230V/50Hz; 1,1 kW
- Output: 3,5 kg/min
- 5 m power cable H07RN-F 3 G 1.5 mm2
	
	

	14.
	Lampa (baterija) Rosenbauer za vatrogasnu kacigu HEROS – titan                                
	Helmet torch for HEROS-titan firefighting helmet
	pcs
	15

	
	LED snop, otporan na eksploziju; U kompletu s 3 AAA baterije; Lako odvojiva od kacige sa mogućnošću  korištenja kao ručna svjetiljka.                                                                                                                                                                                                                                                                                                                                                                                                      Ex II 2 G Ex ib IIC T4 Gb
II 2 D Ex ib IIIC T 135 ° C Db                                                                                                                                                                                                             
	LED beam, explosion resistant; Complete with 3 AAA batteries; Easily detachable from the helmet with the possibility of use as a hand lamp. 
Ex II 2 G Ex ib IIC T4 Gb
II 2 D Ex ib IIIC T 135 ° C Db
	
	

	Item
	Technical specification / description
	Unit of measure
	Quantity

	15.
	Vatrogasna ručna LED lampa (svjetiljka) na baterije u Ex izvedbi sa punjačem i rotirajućom glavom od 90°, za nošenje na vatrogasnom intervencijskom odijelu   
	Firefighter's handheld LED flashlight with 90° rotating head, battery operated, Ex-proof, suitable for wearing on the fire intervention suit
	pcs
	15

	
	- eksplozijsko zaštićena zona ATEX 0 (kategorije G1 i D1) za sva područja eksplozije                                                                                                                                          - otporna na eksploziju, ANSI IP-67 otporna na prašinu, vodootporna, otpornost na pad sa visine: min. 2 m                                                                                                                                                                                                                       - trajanje svjetla: minimalno 4 h sa 100%  snagom                                                                                                                                                                                                           - punjiva  litij-ionska baterija sa punjačem                                                                                                                                                                     - upozorenje za istrošenu bateriju minimalno 15 minuta prije prazne baterije
	- explosion-proof zone ATEX 0 (categories G1 and D1) for all areas of explosion 
- explosion-proof, ANSI IP-67 dust-resistant, waterproof, resistance to fall from a height: min. 2 m 
- light duration: minimum 4 h with 100% power 
- rechargeable lithium-ion battery with charger 
- warning for low battery at least 15 minutes before discharged battery
	
	

	16.
	LED reflektor prenosivi za rad na terenu - napajanje preko šuko utičnice                     
	Portable LED reflector/torchlight for field work - power supply via schuko socket
	pcs
	1

	
	- Zakretna LED glava                                                                                                                                                                                                                       - Jačina svjetla: minimalno 6000 lumena                                                                                                                                                           - Minimalno 10 m priključnog kabla sa vodonepropusnom utičnicom IP68                                                                           
	- Swivel LED head 
- Light intensity: minimum 6000 lumens 
- Minimum 10 m power cable with waterproof socket IP68
	
	

	17.
	Reflektori prenosivi za rad na terenu - LED sa punjivom baterijom                         
	Portable reflector/torchlight for field work – LED with rechargeable battery
	pcs
	2

	
	- Zakretna rasvjetna LED glava                                                                                                                                                                                                    - Jačina svjetla pri 100% snazi: minimlno  4000 lumena                                                                                                                                                                                 - Mogućnost zatamnjenja: radno svjetlo se po potrebi može prilagoditi                                                                                               - Vrijeme rada: minimalno 3 h na bateriju sa 100% snagom, neograničeno kada se koristi s punjačem                                                                                                                                   - Mogućnost punjenja baterije sa 220-230 V i autopunjačem
	- Swivel LED head 
- Light intensity at 100% power: minimum 4000 lumens
- Dimmable: working light can be adjusted as needed 
- Operating time: minimum 3 h on a battery with 100% power, unlimited when used with a charger 
- Battery charging option with 220-230 V and car charger
	
	

	18.
	Vatrogasni kombinezon (ili nova izvedba vatrogasnog  odijela) za gašenje šumskih požara
	Fire-fighting coverall (or a new version of a fire-fighting suit) for extinguishing forest fires
	pcs
	15

	
	EN 15614:2007                                 
- Zaštitno odijelo se sastoji od zaštitne jakne i zaštitnih pantalona. Kombinezon/odijelo moraju biti napravljeni od jednog sloja bez membrane i specijalno dizajnirani za šumske požare (van zgrada) i za spasilačke operacije.                                                                                                                                                                             - Prednji zatvarač do vrha ruba kragne, pokriven preklopom                                                                                                                                                                                                                                      - Individualno podešavanje širine na krajevima rukava i nogavica elastičnom trakom i čičak petljom                                                                                                                                                                                                            - Dva unutrašnja džepa kao radio džepovi (lijevo ispod poklopca sa pričvrsnim prstenom - desno sa malim karabinjerom)                                                                                                                                                                                                                    - Iznad lijevog džepa 15 cm flis traka za ime                                                                                                                                                                                                                    - Traka za kačenje ručnog mikrofona u visini ramena                                                                                                                                                                                                                          - Ojačanje sa zaštitom od abrazije u području koljena                                                                                                                                                                                              - Reflektujuća žuta/srebrena traka                                                                                                                                                                              - Zatvarač na jakni i pantalonama za povezivanje (za vatrogasno odijelo)                                                                                                                                                                                                                           - Pantalone sa petljom za remen (za vatrogasno odijelo)                                                                                                                                     - Unakrsno tkanje, težina materijala minimalno 230g/m2, tamnoplava boja                                                                                                                                                                                                     - Zatezna čvrstoća (EN ISO 13934-1): Osnova: ≥ 1050 N; Tkanje: ≥  900 N		
- Otpornost na kidanje (EN ISO 13937-2): Osnova: ≥ 30 N; Tkanje: ≥ 35 N                                                                                                                             - Termalna otpornost EN31092: Rct:≤ 0,01m²K/W
- Prenos topline zračenjem prema EN ISO 6942 Postupak B (20kW/m²): RHTI24 ≥ 14.0 sec; RHTI24 – RHTI12 ≥ 6,0 sec
- Otpornost na vodenu paru prema EN 31092: Ret: ≤ 6 m²Pa/W
	EN 15614:2007                                 
- Protective suit consists of a protective jacket and protective pants. Coverall / suit must be made of a single layer without a membrane and specially designed for forest fires (outside buildings) and for rescue operations.
- Front zipper to the top of the collar edge, covered with flap
- Individual width adjustment at the ends of the sleeves and legs with elastic band and velcro loop
- Two inside pockets as radio pockets (left under the cover with a fastening ring - right with a small carabiner)
- Above the left pocket 15 cm fleece name tag 
- Shoulder strap for hanging a hand-held microphone
- Reinforcement with protection from abrasion in the knee area
- Reflective yellow / silver stripe
- Zipper on jacket and trousers for connection (for fire suit)
- Trousers with belt loop (for fire suit)
- Cross weaving, material weight minimum 230g / m2, dark blue color
- Tensile strength (EN ISO 13934-1): Base: ≥ 1050 N; Weaving: ≥ 900 N
- Torn resistance (EN ISO 13937-2): Base: ≥ 30 N; Weaving: ≥ 35 N
- Thermal resistance EN31092: Rct:≤ 0.01 m².K/W
- Radiation heat transfer according to EN ISO6942 Procedure B (20kW/m²): RHTI24 ≥ 14.0 sec; RHTI24 - RHTI12 ≥ 6.0 sec
- Resistance to water vapor according to                EN 31092: Ret: ≤ 6 m² Pa/W
	
	

	19.
	Maska za šumske požare 
	Firefighter face mask
	pcs
	15

	
	EN ISO 11612/08, EN 15614/07, EN 13688                                                                                                                                                         Izmjenjivi filter EN 149:2001 FFP1 
Uključen jedan partikularni filter za masku
	EN ISO 11612/08, EN 15614/07, EN 13688  
Interchangeable filter EN 149: 2001 FFP1    
One particulate mask filter included                                                                                                                                                   
	
	

	20.
	Vatrogasna crijeva Ø25 atestirana na 20 bar (za D prugu)                                                   
	Fire hoses Ø25 certified at 20 bar 
(for D line)
	pcs
	30

	21.
	[bookmark: _Hlk41475085]Mlaznica Ø25
	Fire hose Nozzle Ø25
	pcs
	3

	
	D - mlaznice novije izvedbe sa mogućnosti promjene mlaza, protoka voda, sa mogćnosti postavljanja i skidanja ručke na mlaznici. Mogućnost punog i raspršenog mlaza, vrsta mlaza se namješta pomoću rotirajuće glave
	D - nozzles of newer design with the possibility of changing the jet, water flow, with the possibility of installing and removing the handle on the nozzle. Possibility of full and diffuse jet, the type of jet is adjusted by head rotation.
	
	

	22.
	Leđna vatrogasna pumpa sa pripadajućim dodacima 
	The backpack portable fire pump with associated accessories
	pcs
	3

	
	Benzinski motor sa dva ciklusa minimalno 8 KS
Tijelo pumpe je izrađeno od aluminijske legure
Brončani rotor s plutajućim obnovljivim prstenom za trošenje
Samonaravnajuća mehanička brtva
Kompaktna ručna klipna pumpa za pranje
Lagani, podstavljeni okvir podesivog ruksaka za lak transport,
Zračno hlađenje,
Protok pražnjenja do 220 PSI
1,5” NST ili 2,00” NST muški usisni priključak; 1,5" NST  ili 2,00” NST muški izlazni priključak
Kubikaža minimalno 130 cc
Težina ne veća od 20 kg  


	Two-cycle petrol engine with a minimum of 8 hp
The pump body is made of aluminum alloy
Bronze rotor with floating renewable wear ring
Self-aligning mechanical seal
Compact manual piston washing pump
Lightweight, padded adjustable backpack frame for easy transport,
Air cooling,
Discharge flow up to 220 PSI
1.5 ”NST or 2.00” NST male suction port; 1.5 "NST or 2.00" NST male output port
Cubic capacity minimum 130 cc
Weight not more than 20 kg
	
	

	Item
	Technical specification / description
	Unit of measure
	Quantity

	23.
	Naočale - zaštitne radne
	Protective goggles
	pcs
	50

	
	EN166 i EN170; boja stakla: bezbojne
	EN166 and EN170; glass color: colorless
	
	

	24.
	Radne rukavice
	Work gloves
	pcs
	50

	
	Kožne, crne. Na dlanu, unutrašnjim dijelovima prstiju i na samim vrhovima prstiju je koža iz jednog dijela bez šavova što omogućava maksimalnu spretnost prstiju i sprječava njihovu iritaciju.
	Leather, black. On the palm, the inner parts of the fingers and on the very tips of the fingers, the skin is made of one part without seams, which enables maximum dexterity of the fingers and prevents their irritation.
	
	

	25.
	Duboka cipela-polučizma
	Deep shoe - semi boot  
	pcs
	50

	
	Koža, crna ili braon, gumeni đon
	Leather, black or brown, rubber sole
	
	

	26.
	Višenamjenski radni prsluk 
	Multi-purpose work vest
	pcs
	50

	
	Crni ili tamno plavi, sa Velcro ("čičak") nosačem za oznaku na prednjem, lijevom, gornjem dijelu, na unutrašnjoj strani prsluka sa prednjeg lijevog i desnog dijela su smješteni džepovi sa čičak zatvaranjem, na donjem rubu prsluka su dva nosača sa prstenastim plastičnim ringlicama za kombinovanje s drugom opremom
	Black or dark blue, with Velcro ("velcro") bracket for marking on the front, left, upper part, on the inside of the vest from the front left and right part there are pockets with velcro closure, on the lower edge of the vest there are two brackets with ring plastic rings for combining with other equipment
	
	

	27.
	Košulja
	Shirt
	pcs
	50

	
	Dugi rukav, olovnoplava ili sivoplava, 
pamuk 67% i poliester 33%
	Long sleeve, lead blue or gray blue,
67% cotton and 33% polyester
	
	

	28.
	Pantalone bez postave
	Pants without lining
	pcs
	50

	
	Duga nogavica, olovnoplava ili sivoplava, prepletaj tkanine keper 2/1, 
pamuk 35% i poliester 65%
	Long sock, lead blue or gray-blue, twill fabric weave 2/1,
35% cotton and 65% polyester
	
	

	29.
	Štitnik za potkoljenicu
	Shin guard
	pcs
	50

	
	Crne boje, sa prednje strane pokriva nogu od ispod koljena do jezička duboke cipele, a sa zadnje strane fiksira se sa kopčama ili čičkom
	Black, covers the foot from below the knee to the tongue of the deep shoe on the front, and is fixed on the back with buckles or velcro
	
	

	30.
	Kapa – kačket
	Cap
	pcs
	50

	
	Olovnoplava, pamuk 35% i poliester 65%, mehanizam za podešavanje širine
	Lead blue, 35% cotton and 65% polyester, width adjustment mechanism
	
	















Annex 2

FORM FOR SUBMITTING SUPPLIER’S  QUOTATION
(This Form must be submitted only using the Supplier’s Official Letterhead/Stationery)

We, the undersigned, hereby accept in full the UNDP General Terms and Conditions, and hereby offer to supply the items listed below in conformity with the specification and requirements of UNDP as per RFQ Reference No. BIH/RFQ/065/20:

TABLE 1 :  Offer to Supply Goods Compliant with Technical Specifications and Requirements 


	Item No.
	Description/Specification of Goods
	Quantity
	Latest Delivery Date
	Unit Price
	Total Price per Item

	1.
	
	
	
	
	

	2.
	
	
	
	
	

	3.
	
	
	
	
	

	…
	
	
	
	
	

	
	Total Price of Goods
	
	
	
	

	
	Add : Cost of Transportation (if any)
	
	
	
	

	
	Add : Cost of Insurance (if any)
	
	
	
	

	
	Add : Other Charges (pls. specify)
	
	
	
	

	
	TOTAL without VAT
	
	
	
	

	
	Add: VAT 17%
	
	
	
	

	
	Total Final and All-Inclusive Price Quotation
	
	
	
	




TABLE 2: Offer to Comply with Other Conditions and Related Requirements 

	Other Information pertaining to our Quotation are as follows:
	Your Responses

	
	Yes, we will comply
	No, we cannot comply
	If you cannot comply, pls. indicate counter proposal

	Delivery Lead Time 
· ASAP but not later than 30 days from the date of a Purchase Order Issuance
	
	
	

	Compliance with Technical Specifications
	
	
	

	Warranty and After-Sales Requirements:
· 12 months warranty for all goods which is subject to warranty
	
	
	

	Validity of Quotation:
· 60 days
	
	
	

	All Provisions of the UNDP General Terms and Conditions
	
	
	



All other information that we have not provided automatically implies our full compliance with the requirements, terms and conditions of the RFQ.

[Name and Signature of the Supplier’s Authorized Person]
[Designation]
[Date]


Annex 3
General Terms and Conditions
	


General Terms and Conditions (for Goods and/or Services) 

Link:  English version  
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