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SIMBOLET E KARTELAVE SINJALISTIKE

       TE MBROJTJES NGA ZJARRI /

       FIRE PROTECTION SYMBOLS

SHUARES ZJARRI PORTABEL /

Portable fire extinguishers

pusete kontrolli
e mbyllur me kapak gize

LIDHJA UNI 70

Kollona mbi toke per lidhjen me motopompen e MKZ/

60 cm

37 cm

lidhja UNI 45

lidhja me kollonen kryesore

Hidranti me kasete ne mur / 

110-130 cm

1

8

 

c

m

58 cm

LIDHJA UNI 70

kuota e dyshemese /

KASETA H/Z NE KATET NENTOKESORE

                     DN 45 - MT30/

Fire Extinguishers underground DN 45 - MT30

A-3510 MG - FIKES ME HIDRANT UJ /

A-3510 MG - EXTINGUISH WITH WATER HUDRANT

A-3500 PMG - FIKES PORTABEL ME PLUHUR /

A-3500 PMG - FIRE EXTINGUISHER

 A-5012 MG -ZBRITJA E SHKALLEVE

 A-5026 PMG - DREJTIM DALJE /

 A-5026 PMG - EMERGENCY EXIT

A-3501 PM - BUTON SINJALIZIMI ZJARRI /

A-3501 PM - FIRE ALARM CALL POINT

SINJALIZUES AKUSTIK DHE OPTIK

Përdoret për zjarre që rezultojne nga materiale të forta si
psh.: Dru, letër, tekstile, plastike, etj/
Ordinary Combustibles, Wood, paper, cloth etc

 Përdoret për zjarre që rezultojne nga materiale të
lëngshëm si psh.: benzinë, benzole, alkohol, vaj, etj./
Flammable Liquids, Grease, oil, paint, solvents

 A-3027 PMG - NDALIM I SHUARJES ME UJE

 A-3027 PMG - STOPPING FIRE BUCKET

 A-2006 PM - RREZIK TENSIONI ELEKTRIK

 A-2006 PM - High volatage

HIDRANT ZJARRI ME UJE, I JASHTEM

(LIDHET ME AUTOMJETET ZJARR-FIKESE) /

FIRE HYDRAT WITH WATER, EXTERNAL

(CONNECTED TO FIRE-FIGHTING VEHICLES)

FIKESE ZJARRI ME PLUHUR /

EMERGENCY

E

LIDHJA ME MOTOPOMPEN /

CONNECTION WITH MOTOPOMPEN

LIDHJA E MOTOPOMPES DN 65 /

Kuota  e

Dyshemese

60

5
0

4
5

DETAJ MONTIMI PER MOTOPOMPEN

FIKES KAREL 50KG ABCE./
FIRE EXTINGUISHER 60 KG ABCE/FIKESE ME KARREL

S H E N J A   D A L L U E S E   P E R

H I D R A N T I N   E   Z J A R R I T /

EMERGENCY FIRE HYDRANT SIGN

B

A

Shenim Teknik:
- Instalimi i kasetes se hidrantit te behet brenda murit referuar dhe detajit teknik te dhene ne grafike;
- Kaseta e motopompes nqs do te shikohet e arsyeshme te instalohet pa elementet mbajtes atehere te behet brenda murit sic eshte parashikuar
dhe instalimi i hidrantit, dimensionet te zgjidhen ne bashkepunim me supervizorin referuar propozimit te tipit te kasetes nga kontraktori;
- Testimi i lidhjeve me saldim te behet ne baze te normave dhe standardeve ne fuqi, bazur ne metodologjin e testimit e cila duhet te perpilohet
nga kontraktori dhe miratohet nga supervizori para fillimit te ç'do lloj testimi. /
Technical Notes:
- Installation of the hydrant tape to be done inside the wall referring to the technical detail given in the graphic;
- If the motor pump is considered reasonable to be installed without retaining elements, then it should be done inside the wall as foreseen and the
installation of the hydrant, the dimensions should be selected in cooperation with the supervisor referring to the tape type proposal by the
contractor;
- Testing of welded joints to be done based on norms and standards in force, based on the testing methodology which must be compiled by the
contractor and approved by the supervisor before the start of any type of testing.

INSTALLATION DETAILS FOR MOTOPOMPEN

MOTOPOMPES CONNECTION DN 65

 Hydrant with tape on the wall
Column above ground for connection to the MKZ motor pump

conection with the main column

control wells closed with cast iron

Connection Uni 70

floor quota
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1. Grupi i lidhjes me brigadat PMNZSH, EN1982, i perbere nga:
- no. 1 dalje per lidhje ne perputhje me normen  UNI 808, me diameter jo me te
vogel se DN70, te mbrojtura nga futja e trupave te huaj ne to;
- no.1 valvol nderprerese e cila lejon nderhyrjen ne komponentet e saj pa qene e
nevojshme te zbrazet impjanti;
- no.1 valvol moskthimi;
- no.1 valvol sigurie e taruar ne 1,2Mpa (12bar) per kontrollin e mbipresionit nga
pompa. /

1. Connection group with PMNZSH brigades, EN1982, consisting of:
- no. 1 connection for exit in accordance with UNI 808, with a diameter not less
than DN70, protected from the entry of foreign bodies in them;
- no.1 shut-off valve which allows interference in its components without the need
to empty the plant;
- no.1 non-return valve;
- no.1 safety valve adjusted to 1.2 MPa (12 bar) for overpressure control by the
pump.

SIMBOLI /SYMBOL SINJALISTIKA /SIGNAGE SHENIM TEKNIK / TECHNICAL NOTE
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UP 1. Çdo hidrant duhet të jetë pajisur me një tub fleksibël të gjatë 20 m.
2. Frikësit e zjarrit portativë duhet të kenë
kapacitet shuarje jo më të vogël se 13A.
3. Mbishkrimi i udhëzuesit tregues në fikësin e zjarrit duhet të jetë lehtësisht i
lexueshëm në distancë.
4. Sherbimet baze te fikesve portabel te zjarrit do te realizohen ne intervale 12
mujore (±1 muaj) ndersa sherbimet e zgjeruara ("Externded Service") cdo 5 vjet,
ne perputhje me Standartet Europiane (BS EN 5306). .

1. Each hydrant must be equipped with a 20 m long flexible pipe.
2. Portable fire alarms should have quenching capacity not less than 13A.
3. The signpost inscription on the fire extinguisher should be easily readable at
a distance.
4. The basic services of portable fire extinguishers will be performed at
intervals of 12 months (± 1 month) while the extended services ("Externded
Service") every 5 years, in accordance with European Standards (BS EN 5306).
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1. Fikësit e zjarrit duhet të jenë të harmonizuara dhe të çeertifikuara konform
kritereve të përcaktuara në një nga vendet e Komunitetit Europian.
2. Fikësit e zjarrit portativë duhet të kenë kapacitet shuarje jo më të vogël se
13A.
3. Mbishkrimi i udhëzuesit tregues në fikësin e zjarrit duhet të jetë lehtësisht i
lexueshëm në distancë.
4. Sherbimet baze te fikesve portabel te zjarrit do te realizohen ne intervale 12
mujore (±1 muaj) ndersa sherbimet e zgjeruara ("Externded Service") cdo 5 vjet,
ne perputhje me Standartet Europiane (BS EN 5306). /

1. Fire extinguishers must be harmonized and certified in accordance with the
established criteria in one of the countries of the European Community.
2. Portable fire extinguishers must have quenching capacity not less than 13A.
3. The signpost inscription on the fire extinguisher should be easily readable at
a distance.
4. The basic services of portable fire extinguishers will be performed at
intervals of 12 months (± 1 month) while the extended services ("Externded
Service") every 5 years, in accordance with European Standards (BS EN 5306).
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1. Nje valvol e lidhjes me brigadat PMNZSH me permase DN65mm do te vendoset
ne cdo kat te godines.
2. Ne te gjitha rastet, kjo valvol ("Landing Valve") duhet te instalohet me piken
e saj me te ulet ne distancen 750mm mbi nivelin e dyshemese.
3. "Landing valve" duhet te mbrohen nga demtimet dhe vjedhjet; nese eshte e
nevojshme ajo duhet te instalohet ne nje kuti ne perputhje me BS 5041. /

1. A connection valve with PMNZSH brigades with dimensions DN65mm will be
placed on each floor of the building.
2. In all cases, this valve ("Landing Valve") must be installed with its lowest
point at a distance of 750mm above floor level.
3. "Landing valve" must be protected from damage and theft; if necessary it
should be installed in a box in accordance with BS 5041.
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Shenim Teknik:
- Instalimi i kasetes se hidrantit te behet brenda murit referuar dhe detajit teknik te dhene ne grafike;
- Kaseta e motopompes nqs do te shikohet e arsyeshme te instalohet pa elementet mbajtes atehere te behet brenda murit sic eshte
parashikuar dhe instalimi i hidrantit, dimensionet te zgjidhen ne bashkepunim me supervizorin referuar propozimit te tipit te kasetes nga
kontraktori;
- Testimi i lidhjeve me saldim te behet ne baze te normave dhe standardeve ne fuqi, bazur ne metodologjin e testimit e cila duhet te
perpilohet nga kontraktori dhe miratohet nga supervizori para fillimit te ç'do lloj testimi. /
Technical Notes:
- Installation of the hydrant tape to be done inside the wall referring to the technical detail given in the graphic;
- If the motor pump pump is considered reasonable to be installed without retaining elements, then it should be done inside the wall as
foreseen and the installation of the hydrant, the dimensions should be selected in cooperation with the supervisor referring to the tape type
proposal by the contractor;
- Testing of welded joints to be done based on norms and standards in force, based on the testing methodology which must be compiled by
the contractor and approved by the supervisor before the start of any type of testing.
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Shenim Teknik:
- Instalimi i kasetes se hidrantit te behet brenda murit referuar dhe detajit teknik te dhene ne grafike;
- Kaseta e motopompes nqs do te shikohet e arsyeshme te instalohet pa elementet mbajtes atehere te behet brenda murit sic eshte
parashikuar dhe instalimi i hidrantit, dimensionet te zgjidhen ne bashkepunim me supervizorin referuar propozimit te tipit te kasetes nga
kontraktori;
- Testimi i lidhjeve me saldim te behet ne baze te normave dhe standardeve ne fuqi, bazur ne metodologjin e testimit e cila duhet te
perpilohet nga kontraktori dhe miratohet nga supervizori para fillimit te ç'do lloj testimi. /
Technical Notes:
- Installation of the hydrant tape to be done inside the wall referring to the technical detail given in the graphic;
- If the motor pump pump is considered reasonable to be installed without retaining elements, then it should be done inside the wall as
foreseen and the installation of the hydrant, the dimensions should be selected in cooperation with the supervisor referring to the tape type
proposal by the contractor;
- Testing of welded joints to be done based on norms and standards in force, based on the testing methodology which must be compiled by
the contractor and approved by the supervisor before the start of any type of testing.

1. Grupi i lidhjes me brigadat PMNZSH, EN1982, i perbere nga:
- no. 1 dalje per lidhje ne perputhje me normen  UNI 808, me diameter jo me te
vogel se DN70, te mbrojtura nga futja e trupave te huaj ne to;
- no.1 valvol nderprerese e cila lejon nderhyrjen ne komponentet e saj pa qene e
nevojshme te zbrazet impjanti;
- no.1 valvol moskthimi;
- no.1 valvol sigurie e taruar ne 1,2Mpa (12bar) per kontrollin e mbipresionit nga
pompa. /

1. Connection group with PMNZSH brigades, EN1982, consisting of:
- no. 1 connection for exit in accordance with UNI 808, with a diameter not less
than DN70, protected from the entry of foreign bodies in them;
- no.1 shut-off valve which allows interference in its components without the need
to empty the plant;
- no.1 non-return valve;
- no.1 safety valve adjusted to 1.2 MPa (12 bar) for overpressure control by the
pump.
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1. Çdo hidrant duhet të jetë pajisur me një tub fleksibël të gjatë 20 m.
2. Frikësit e zjarrit portativë duhet të kenë
kapacitet shuarje jo më të vogël se 13A.
3. Mbishkrimi i udhëzuesit tregues në fikësin e zjarrit duhet të jetë lehtësisht i
lexueshëm në distancë.
4. Sherbimet baze te fikesve portabel te zjarrit do te realizohen ne intervale 12
mujore (±1 muaj) ndersa sherbimet e zgjeruara ("Externded Service") cdo 5 vjet,
ne perputhje me Standartet Europiane (BS EN 5306). .

1. Each hydrant must be equipped with a 20 m long flexible pipe.
2. Portable fire alarms should have quenching capacity not less than 13A.
3. The signpost inscription on the fire extinguisher should be easily readable at
a distance.
4. The basic services of portable fire extinguishers will be performed at
intervals of 12 months (± 1 month) while the extended services ("Externded
Service") every 5 years, in accordance with European Standards (BS EN 5306).
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1. Fikësit e zjarrit duhet të jenë të harmonizuara dhe të çeertifikuara konform
kritereve të përcaktuara në një nga vendet e Komunitetit Europian.
2. Fikësit e zjarrit portativë duhet të kenë kapacitet shuarje jo më të vogël se
13A.
3. Mbishkrimi i udhëzuesit tregues në fikësin e zjarrit duhet të jetë lehtësisht i
lexueshëm në distancë.
4. Sherbimet baze te fikesve portabel te zjarrit do te realizohen ne intervale 12
mujore (±1 muaj) ndersa sherbimet e zgjeruara ("Externded Service") cdo 5 vjet,
ne perputhje me Standartet Europiane (BS EN 5306). /

1. Fire extinguishers must be harmonized and certified in accordance with the
established criteria in one of the countries of the European Community.
2. Portable fire extinguishers must have quenching capacity not less than 13A.
3. The signpost inscription on the fire extinguisher should be easily readable at
a distance.
4. The basic services of portable fire extinguishers will be performed at
intervals of 12 months (± 1 month) while the extended services ("Externded
Service") every 5 years, in accordance with European Standards (BS EN 5306).
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1. Nje valvol e lidhjes me brigadat PMNZSH me permase DN65mm do te vendoset
ne cdo kat te godines.
2. Ne te gjitha rastet, kjo valvol ("Landing Valve") duhet te instalohet me piken
e saj me te ulet ne distancen 750mm mbi nivelin e dyshemese.
3. "Landing valve" duhet te mbrohen nga demtimet dhe vjedhjet; nese eshte e
nevojshme ajo duhet te instalohet ne nje kuti ne perputhje me BS 5041. /

1. A connection valve with PMNZSH brigades with dimensions DN65mm will be
placed on each floor of the building.
2. In all cases, this valve ("Landing Valve") must be installed with its lowest
point at a distance of 750mm above floor level.
3. "Landing valve" must be protected from damage and theft; if necessary it
should be installed in a box in accordance with BS 5041.
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Shenim Teknik:
- Instalimi i kasetes se hidrantit te behet brenda murit referuar dhe detajit teknik te dhene ne grafike;
- Kaseta e motopompes nqs do te shikohet e arsyeshme te instalohet pa elementet mbajtes atehere te behet brenda murit sic eshte
parashikuar dhe instalimi i hidrantit, dimensionet te zgjidhen ne bashkepunim me supervizorin referuar propozimit te tipit te kasetes nga
kontraktori;
- Testimi i lidhjeve me saldim te behet ne baze te normave dhe standardeve ne fuqi, bazur ne metodologjin e testimit e cila duhet te
perpilohet nga kontraktori dhe miratohet nga supervizori para fillimit te ç'do lloj testimi. /
Technical Notes:
- Installation of the hydrant tape to be done inside the wall referring to the technical detail given in the graphic;
- If the motor pump pump is considered reasonable to be installed without retaining elements, then it should be done inside the wall as
foreseen and the installation of the hydrant, the dimensions should be selected in cooperation with the supervisor referring to the tape type
proposal by the contractor;
- Testing of welded joints to be done based on norms and standards in force, based on the testing methodology which must be compiled by
the contractor and approved by the supervisor before the start of any type of testing.

1. Grupi i lidhjes me brigadat PMNZSH, EN1982, i perbere nga:
- no. 1 dalje per lidhje ne perputhje me normen  UNI 808, me diameter jo me te
vogel se DN70, te mbrojtura nga futja e trupave te huaj ne to;
- no.1 valvol nderprerese e cila lejon nderhyrjen ne komponentet e saj pa qene e
nevojshme te zbrazet impjanti;
- no.1 valvol moskthimi;
- no.1 valvol sigurie e taruar ne 1,2Mpa (12bar) per kontrollin e mbipresionit nga
pompa. /

1. Connection group with PMNZSH brigades, EN1982, consisting of:
- no. 1 connection for exit in accordance with UNI 808, with a diameter not less
than DN70, protected from the entry of foreign bodies in them;
- no.1 shut-off valve which allows interference in its components without the need
to empty the plant;
- no.1 non-return valve;
- no.1 safety valve adjusted to 1.2 MPa (12 bar) for overpressure control by the
pump.
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1. Çdo hidrant duhet të jetë pajisur me një tub fleksibël të gjatë 20 m.
2. Frikësit e zjarrit portativë duhet të kenë
kapacitet shuarje jo më të vogël se 13A.
3. Mbishkrimi i udhëzuesit tregues në fikësin e zjarrit duhet të jetë lehtësisht i
lexueshëm në distancë.
4. Sherbimet baze te fikesve portabel te zjarrit do te realizohen ne intervale 12
mujore (±1 muaj) ndersa sherbimet e zgjeruara ("Externded Service") cdo 5 vjet,
ne perputhje me Standartet Europiane (BS EN 5306). .

1. Each hydrant must be equipped with a 20 m long flexible pipe.
2. Portable fire alarms should have quenching capacity not less than 13A.
3. The signpost inscription on the fire extinguisher should be easily readable at
a distance.
4. The basic services of portable fire extinguishers will be performed at
intervals of 12 months (± 1 month) while the extended services ("Externded
Service") every 5 years, in accordance with European Standards (BS EN 5306).
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1. Fikësit e zjarrit duhet të jenë të harmonizuara dhe të çeertifikuara konform
kritereve të përcaktuara në një nga vendet e Komunitetit Europian.
2. Fikësit e zjarrit portativë duhet të kenë kapacitet shuarje jo më të vogël se
13A.
3. Mbishkrimi i udhëzuesit tregues në fikësin e zjarrit duhet të jetë lehtësisht i
lexueshëm në distancë.
4. Sherbimet baze te fikesve portabel te zjarrit do te realizohen ne intervale 12
mujore (±1 muaj) ndersa sherbimet e zgjeruara ("Externded Service") cdo 5 vjet,
ne perputhje me Standartet Europiane (BS EN 5306). /

1. Fire extinguishers must be harmonized and certified in accordance with the
established criteria in one of the countries of the European Community.
2. Portable fire extinguishers must have quenching capacity not less than 13A.
3. The signpost inscription on the fire extinguisher should be easily readable at
a distance.
4. The basic services of portable fire extinguishers will be performed at
intervals of 12 months (± 1 month) while the extended services ("Externded
Service") every 5 years, in accordance with European Standards (BS EN 5306).
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1. Nje valvol e lidhjes me brigadat PMNZSH me permase DN65mm do te vendoset
ne cdo kat te godines.
2. Ne te gjitha rastet, kjo valvol ("Landing Valve") duhet te instalohet me piken
e saj me te ulet ne distancen 750mm mbi nivelin e dyshemese.
3. "Landing valve" duhet te mbrohen nga demtimet dhe vjedhjet; nese eshte e
nevojshme ajo duhet te instalohet ne nje kuti ne perputhje me BS 5041. /

1. A connection valve with PMNZSH brigades with dimensions DN65mm will be
placed on each floor of the building.
2. In all cases, this valve ("Landing Valve") must be installed with its lowest
point at a distance of 750mm above floor level.
3. "Landing valve" must be protected from damage and theft; if necessary it
should be installed in a box in accordance with BS 5041.
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Shenim Teknik:
- Instalimi i kasetes se hidrantit te behet brenda murit referuar dhe detajit teknik te dhene ne grafike;
- Kaseta e motopompes nqs do te shikohet e arsyeshme te instalohet pa elementet mbajtes atehere te behet brenda murit sic eshte
parashikuar dhe instalimi i hidrantit, dimensionet te zgjidhen ne bashkepunim me supervizorin referuar propozimit te tipit te kasetes nga
kontraktori;
- Testimi i lidhjeve me saldim te behet ne baze te normave dhe standardeve ne fuqi, bazur ne metodologjin e testimit e cila duhet te
perpilohet nga kontraktori dhe miratohet nga supervizori para fillimit te ç'do lloj testimi. /
Technical Notes:
- Installation of the hydrant tape to be done inside the wall referring to the technical detail given in the graphic;
- If the motor pump pump is considered reasonable to be installed without retaining elements, then it should be done inside the wall as
foreseen and the installation of the hydrant, the dimensions should be selected in cooperation with the supervisor referring to the tape type
proposal by the contractor;
- Testing of welded joints to be done based on norms and standards in force, based on the testing methodology which must be compiled by
the contractor and approved by the supervisor before the start of any type of testing.

1. Grupi i lidhjes me brigadat PMNZSH, EN1982, i perbere nga:
- no. 1 dalje per lidhje ne perputhje me normen  UNI 808, me diameter jo me te
vogel se DN70, te mbrojtura nga futja e trupave te huaj ne to;
- no.1 valvol nderprerese e cila lejon nderhyrjen ne komponentet e saj pa qene e
nevojshme te zbrazet impjanti;
- no.1 valvol moskthimi;
- no.1 valvol sigurie e taruar ne 1,2Mpa (12bar) per kontrollin e mbipresionit nga
pompa. /

1. Connection group with PMNZSH brigades, EN1982, consisting of:
- no. 1 connection for exit in accordance with UNI 808, with a diameter not less
than DN70, protected from the entry of foreign bodies in them;
- no.1 shut-off valve which allows interference in its components without the need
to empty the plant;
- no.1 non-return valve;
- no.1 safety valve adjusted to 1.2 MPa (12 bar) for overpressure control by the
pump.
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1. Çdo hidrant duhet të jetë pajisur me një tub fleksibël të gjatë 20 m.
2. Frikësit e zjarrit portativë duhet të kenë
kapacitet shuarje jo më të vogël se 13A.
3. Mbishkrimi i udhëzuesit tregues në fikësin e zjarrit duhet të jetë lehtësisht i
lexueshëm në distancë.
4. Sherbimet baze te fikesve portabel te zjarrit do te realizohen ne intervale 12
mujore (±1 muaj) ndersa sherbimet e zgjeruara ("Externded Service") cdo 5 vjet,
ne perputhje me Standartet Europiane (BS EN 5306). .

1. Each hydrant must be equipped with a 20 m long flexible pipe.
2. Portable fire alarms should have quenching capacity not less than 13A.
3. The signpost inscription on the fire extinguisher should be easily readable at
a distance.
4. The basic services of portable fire extinguishers will be performed at
intervals of 12 months (± 1 month) while the extended services ("Externded
Service") every 5 years, in accordance with European Standards (BS EN 5306).
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1. Fikësit e zjarrit duhet të jenë të harmonizuara dhe të çeertifikuara konform
kritereve të përcaktuara në një nga vendet e Komunitetit Europian.
2. Fikësit e zjarrit portativë duhet të kenë kapacitet shuarje jo më të vogël se
13A.
3. Mbishkrimi i udhëzuesit tregues në fikësin e zjarrit duhet të jetë lehtësisht i
lexueshëm në distancë.
4. Sherbimet baze te fikesve portabel te zjarrit do te realizohen ne intervale 12
mujore (±1 muaj) ndersa sherbimet e zgjeruara ("Externded Service") cdo 5 vjet,
ne perputhje me Standartet Europiane (BS EN 5306). /

1. Fire extinguishers must be harmonized and certified in accordance with the
established criteria in one of the countries of the European Community.
2. Portable fire extinguishers must have quenching capacity not less than 13A.
3. The signpost inscription on the fire extinguisher should be easily readable at
a distance.
4. The basic services of portable fire extinguishers will be performed at
intervals of 12 months (± 1 month) while the extended services ("Externded
Service") every 5 years, in accordance with European Standards (BS EN 5306).
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1. Nje valvol e lidhjes me brigadat PMNZSH me permase DN65mm do te vendoset
ne cdo kat te godines.
2. Ne te gjitha rastet, kjo valvol ("Landing Valve") duhet te instalohet me piken
e saj me te ulet ne distancen 750mm mbi nivelin e dyshemese.
3. "Landing valve" duhet te mbrohen nga demtimet dhe vjedhjet; nese eshte e
nevojshme ajo duhet te instalohet ne nje kuti ne perputhje me BS 5041. /

1. A connection valve with PMNZSH brigades with dimensions DN65mm will be
placed on each floor of the building.
2. In all cases, this valve ("Landing Valve") must be installed with its lowest
point at a distance of 750mm above floor level.
3. "Landing valve" must be protected from damage and theft; if necessary it
should be installed in a box in accordance with BS 5041.
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Shenim Teknik:
- Instalimi i kasetes se hidrantit te behet brenda murit referuar dhe detajit teknik te dhene ne grafike;
- Kaseta e motopompes nqs do te shikohet e arsyeshme te instalohet pa elementet mbajtes atehere te behet brenda murit sic eshte
parashikuar dhe instalimi i hidrantit, dimensionet te zgjidhen ne bashkepunim me supervizorin referuar propozimit te tipit te kasetes nga
kontraktori;
- Testimi i lidhjeve me saldim te behet ne baze te normave dhe standardeve ne fuqi, bazur ne metodologjin e testimit e cila duhet te
perpilohet nga kontraktori dhe miratohet nga supervizori para fillimit te ç'do lloj testimi. /
Technical Notes:
- Installation of the hydrant tape to be done inside the wall referring to the technical detail given in the graphic;
- If the motor pump pump is considered reasonable to be installed without retaining elements, then it should be done inside the wall as
foreseen and the installation of the hydrant, the dimensions should be selected in cooperation with the supervisor referring to the tape type
proposal by the contractor;
- Testing of welded joints to be done based on norms and standards in force, based on the testing methodology which must be compiled by
the contractor and approved by the supervisor before the start of any type of testing.

1. Grupi i lidhjes me brigadat PMNZSH, EN1982, i perbere nga:
- no. 1 dalje per lidhje ne perputhje me normen  UNI 808, me diameter jo me te
vogel se DN70, te mbrojtura nga futja e trupave te huaj ne to;
- no.1 valvol nderprerese e cila lejon nderhyrjen ne komponentet e saj pa qene e
nevojshme te zbrazet impjanti;
- no.1 valvol moskthimi;
- no.1 valvol sigurie e taruar ne 1,2Mpa (12bar) per kontrollin e mbipresionit nga
pompa. /

1. Connection group with PMNZSH brigades, EN1982, consisting of:
- no. 1 connection for exit in accordance with UNI 808, with a diameter not less
than DN70, protected from the entry of foreign bodies in them;
- no.1 shut-off valve which allows interference in its components without the need
to empty the plant;
- no.1 non-return valve;
- no.1 safety valve adjusted to 1.2 MPa (12 bar) for overpressure control by the
pump.
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1. Çdo hidrant duhet të jetë pajisur me një tub fleksibël të gjatë 20 m.
2. Frikësit e zjarrit portativë duhet të kenë
kapacitet shuarje jo më të vogël se 13A.
3. Mbishkrimi i udhëzuesit tregues në fikësin e zjarrit duhet të jetë lehtësisht i
lexueshëm në distancë.
4. Sherbimet baze te fikesve portabel te zjarrit do te realizohen ne intervale 12
mujore (±1 muaj) ndersa sherbimet e zgjeruara ("Externded Service") cdo 5 vjet,
ne perputhje me Standartet Europiane (BS EN 5306). .

1. Each hydrant must be equipped with a 20 m long flexible pipe.
2. Portable fire alarms should have quenching capacity not less than 13A.
3. The signpost inscription on the fire extinguisher should be easily readable at
a distance.
4. The basic services of portable fire extinguishers will be performed at
intervals of 12 months (± 1 month) while the extended services ("Externded
Service") every 5 years, in accordance with European Standards (BS EN 5306).
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1. Fikësit e zjarrit duhet të jenë të harmonizuara dhe të çeertifikuara konform
kritereve të përcaktuara në një nga vendet e Komunitetit Europian.
2. Fikësit e zjarrit portativë duhet të kenë kapacitet shuarje jo më të vogël se
13A.
3. Mbishkrimi i udhëzuesit tregues në fikësin e zjarrit duhet të jetë lehtësisht i
lexueshëm në distancë.
4. Sherbimet baze te fikesve portabel te zjarrit do te realizohen ne intervale 12
mujore (±1 muaj) ndersa sherbimet e zgjeruara ("Externded Service") cdo 5 vjet,
ne perputhje me Standartet Europiane (BS EN 5306). /

1. Fire extinguishers must be harmonized and certified in accordance with the
established criteria in one of the countries of the European Community.
2. Portable fire extinguishers must have quenching capacity not less than 13A.
3. The signpost inscription on the fire extinguisher should be easily readable at
a distance.
4. The basic services of portable fire extinguishers will be performed at
intervals of 12 months (± 1 month) while the extended services ("Externded
Service") every 5 years, in accordance with European Standards (BS EN 5306).
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1. Nje valvol e lidhjes me brigadat PMNZSH me permase DN65mm do te vendoset
ne cdo kat te godines.
2. Ne te gjitha rastet, kjo valvol ("Landing Valve") duhet te instalohet me piken
e saj me te ulet ne distancen 750mm mbi nivelin e dyshemese.
3. "Landing valve" duhet te mbrohen nga demtimet dhe vjedhjet; nese eshte e
nevojshme ajo duhet te instalohet ne nje kuti ne perputhje me BS 5041. /

1. A connection valve with PMNZSH brigades with dimensions DN65mm will be
placed on each floor of the building.
2. In all cases, this valve ("Landing Valve") must be installed with its lowest
point at a distance of 750mm above floor level.
3. "Landing valve" must be protected from damage and theft; if necessary it
should be installed in a box in accordance with BS 5041.
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Shenim Teknik:
- Instalimi i kasetes se hidrantit te behet brenda murit referuar dhe
detajit teknik te dhene ne grafike;
- Kaseta e motopompes nqs do te shikohet e arsyeshme te instalohet
pa elementet mbajtes atehere te behet brenda murit sic eshte
parashikuar dhe instalimi i hidrantit, dimensionet te zgjidhen ne
bashkepunim me supervizorin referuar propozimit te tipit te kasetes nga
kontraktori;
- Testimi i lidhjeve me saldim te behet ne baze te normave dhe
standardeve ne fuqi, bazur ne metodologjin e testimit e cila duhet te
perpilohet nga kontraktori dhe miratohet nga supervizori para fillimit te
ç'do lloj testimi. /
Technical Notes:
- Installation of the hydrant tape to be done inside the wall referring to
the technical detail given in the graphic;
- If the motor pump pump is considered reasonable to be installed
without retaining elements, then it should be done inside the wall as
foreseen and the installation of the hydrant, the dimensions should be
selected in cooperation with the supervisor referring to the tape type
proposal by the contractor;
- Testing of welded joints to be done based on norms and standards in
force, based on the testing methodology which must be compiled by the
contractor and approved by the supervisor before the start of any type
of testing.
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Technical Notes:
- Installation of the hydrant tape to be done inside the wall referring to
the technical detail given in the graphic;
- If the motor pump pump is considered reasonable to be installed
without retaining elements, then it should be done inside the wall as
foreseen and the installation of the hydrant, the dimensions should be
selected in cooperation with the supervisor referring to the tape type
proposal by the contractor;
- Testing of welded joints to be done based on norms and standards in
force, based on the testing methodology which must be compiled by the
contractor and approved by the supervisor before the start of any type
of testing.
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Shenim Teknik:
- Instalimi i kasetes se hidrantit te behet brenda murit referuar dhe detajit teknik te dhene ne grafike;
- Kaseta e motopompes nqs do te shikohet e arsyeshme te instalohet pa elementet mbajtes atehere te behet brenda murit sic eshte parashikuar
dhe instalimi i hidrantit, dimensionet te zgjidhen ne bashkepunim me supervizorin referuar propozimit te tipit te kasetes nga kontraktori;
- Testimi i lidhjeve me saldim te behet ne baze te normave dhe standardeve ne fuqi, bazur ne metodologjin e testimit e cila duhet te perpilohet
nga kontraktori dhe miratohet nga supervizori para fillimit te ç'do lloj testimi. /
Technical Notes:
- Installation of the hydrant tape to be done inside the wall referring to the technical detail given in the graphic;
- If the motor pump pump is considered reasonable to be installed without retaining elements, then it should be done inside the wall as foreseen
and the installation of the hydrant, the dimensions should be selected in cooperation with the supervisor referring to the tape type proposal by the
contractor;
- Testing of welded joints to be done based on norms and standards in force, based on the testing methodology which must be compiled by the
contractor and approved by the supervisor before the start of any type of testing.
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- Kaseta e motopompes nqs do te shikohet e arsyeshme te instalohet
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standardeve ne fuqi, bazur ne metodologjin e testimit e cila duhet te
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Technical Notes:
- Installation of the hydrant tape to be done inside the wall referring to
the technical detail given in the graphic;
- If the motor pump pump is considered reasonable to be installed
without retaining elements, then it should be done inside the wall as
foreseen and the installation of the hydrant, the dimensions should be
selected in cooperation with the supervisor referring to the tape type
proposal by the contractor;
- Testing of welded joints to be done based on norms and standards in
force, based on the testing methodology which must be compiled by the
contractor and approved by the supervisor before the start of any type
of testing.
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