
UNDP'S OFFICE FIT OUT WORKS - FLOOR 3A

at Menara Thamrin, Floor 3A, Jakarta, Indonesia

No Description Specification & Finish  Qty on 

BQ 

 UoM Unit Price Price Remarks

I INTERIOR INSTALLATION ( ± 122 m2)

A PREPARATION & ACCOMODATION

1 Project Management Service         1.00 ls

2 As built drawing         1.00 ls

3 Preparation & Accomodation         1.00 ls

4 Mobilization, Demolition works, General Cleaning & Site

Protection

        1.00 ls

B FLOORING WORKS

1 Supply & Install SPC Flooring

at Quiet room, discussion area

Selection spec shall based on the prior approval 

on the sample

include smooth screeding if necessary

ex. Patina

Type: Lemon

plank type, approx. size 184 x 1220 mm x 5.2 mm 

thk

Edge detail = micro-beveled

Face treatment = dual UV Coated

Finish = matte

      18.70 m2

2 Supply & Install Carpet Flooring

at Working area

Selection spec shall based on the prior approval 

on the sample

include smooth screeding if necessary

ex. SMJ type nylon or similar

Bluestone SQ - Timeless Grey

Multi-level pattern loop pile

100% BCF Nylon 6,0

100% Solution Dyed 

Backing Flexibac

size 500 x 500 mm

    101.03 m2

3 Supply & Install Carpet Flooring

at Discussion Area

Selection spec shall based on the prior approval 

on the sample

include smooth screeding if necessary

ex. SMJ type nylon or similar

Concept Loop SQ - Blue Screen

Tufted Textured Loop Pile

Nexlon Premium Nylon 6,0

100% Solution Dyed 

Backing Flexibac

size 500 x 500 mm

        5.00 m2

4 Supply & Install Carpet Flooring

at Foyer

Selection spec shall based on the prior approval 

on the sample

include smooth screeding if necessary

ex. SMJ type nylon or similar

Color Box SQ - Yellow Lemon

Solid Color Multi - Level Loop Pile

100% Invista Nylon

100% Beck Dyed 

Backing Flexibac

size 500 x 500 mm

        5.00 m2

5 Supply & Install Carpet Flooring

at Meeting room

Selection spec shall based on the prior approval 

on the sample

include smooth screeding if necessary

ex.Voxflor type nylon or similar

Prism 01

Multi-level loop

Voxflor certified nylon

Backing PVC with fiberglass

size Hexagons 500 x 433 mm

      13.50 m2

6 Supply & Install Carpet Flooring

at Meeting room

Selection spec shall based on the prior approval 

on the sample

include smooth screeding if necessary

ex.Voxflor type nylon or similar

Prism 33

Multi-level loop

Voxflor certified nylon

Backing PVC with fiberglass

size Hexagons 500 x 433 mm

        5.00 m2

7 Supply & Install Carpet Flooring

at Meeting room

Selection spec shall based on the prior approval 

on the sample

include smooth screeding if necessary

ex.Voxflor type nylon or similar

Crystal 04

Multi-level loop

Voxflor certified nylon

Backing PVC with fiberglass

size Hexagons 500 x 433 mm

        5.00 m2

8 Supply & Install Carpet Flooring

at Meeting room

Selection spec shall based on the prior approval 

on the sample

include smooth screeding if necessary

ex.Voxflor type nylon or similar

Crystal 10

Multi-level loop

Voxflor certified nylon

Backing PVC with fiberglass

size Hexagons 500 x 433 mm

        5.00 m2

9 Supply & Install Skirting for SPC ex Patina floor accessories for skirting       10.45 m1

10 Supply & Install Skirting metal Stainless steel hairline skirting H 80 mm       51.59 m1
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C PARTITION WORKS

1 Supply & install Glass Partition w/ Frame

Dim. 2550 mmH

at Meeting Room

10mm thick, Tempered

with aluminium frame ex. YKK or similar (size 3") 

fin. Black color

      10.94 m2

2 Supply & install Glass Partition Frameless

Dim. 2700 mmH

at Quiet room

12mm thick, Tempered

with U channel

        4.64 m2

3 Supply & install One Sided Insulation Gypsum Wall 

Partition

From floor to ceiling 2550 mmH, 100 mmD

at meeting room

Galvanized hollow steel frame 40x40 mm x 0,4 

mmthk, Gypsum 12 mm thk ex. Jayaboard type 

Soundstop

include corner bit

Rockwool density 60 kg/m3

      19.64 m2

4 Supply & install One Sided Gypsum Wall Partition

From floor to ceiling 2700 mmH, 50 mmD

at pantry, quiet room, existing column

Galvanized hollow steel frame 40x40 mm x 0,4 

mmthk, Gypsum 12 mm thk ex. Jayaboard type 

Sheetrock

include corner bit

      37.72 m2

5 Supply & install One Sided Plywood Wall Partition

From floor to ceiling 2800 mmH

at Meetiing room, photocopy corner, collaboration space

Galvanized hollow steel frame 40x40 mm x 0,4 

mm thk, Plywood 18 mm thk fin HPL ex Taco / 

Carta / Aica

      28.51 m2

6 Supply & install Wall Paint ex. Dulux odorless     109.89 m2

7 Folding Partition 

at Meeting Rooms

dim. 3700 mmL x 2650 mmH x 65 mm thk

Movable wall harmonica system, include sound 

barrier

finish with padded wall and fabrics

ex : Ateja

        1.00 unit

D WALL FINISHES & WALL TREATMENT

1 Supply & Install Sticker for glass partition (one sided)

at Meeting room

Gradation sticker one way white color       12.10 m2

2 Supply & Install Sticker film for glass partition (one sided)

at  Quiet room

Sticker Film 40%         5.94 m2

3 Supply & install Wooden Screen Feature Wall 1

at Corridor

Screen Plywood 18 mm thk fin HPL ex Taco / 

Carta

        3.08 m2

4 Supply & install Wooden Screen Feature Wall 2

at Foyer

Screen Plywood 18 mm thk fin HPL ex Taco / 

Carta

        4.46 m2

5 Supply & install Wooden Screen Feature Wall 3

at Quiet room

Screen Plywood 18 mm thk fin HPL ex Taco / 

Carta

      15.44 m2

6 Supply & install Perforated Feature Wall

at  Corridor

Frame hollow 20 x 20 mm fin powder coating 

black color + perforated metal fin powder coating 

white color + plywood screen fin HPL ex Taco / 

Carta

        4.41 m2

7 Supply & Install Glassboard

at existing column near pantry

Superwhite Himalaya Glasstone

6mm thickness

        3.81 m2

8 Supply & Install Yellow Feature Wall through Ceiling

at Lobby, quiet room

Plywood 18mm THK fin spray paint (duco) ex 

nippe 2000 matte surface

        7.00 m2

9 Supply & Install Melaminto for Backing Graphic Poster

at Corridor

Plywood 12mm THK + hollow frame 40 x 40 mm 

fin Melaminto 3mm

        4.28 m2

10 Supply & Install Graphic Printing

at Corridor

ex. Ritrama, laminating in doff

Not include Visual Graphic Design fee

        4.28 m2

11 Supply & Install Wall Lettering

at Corridor

Laser Cut Acrylic 10 mm fin Spray Paint for 

Acrylic

        1.00 set

12 Supply & Install Logo Acrylic print & cutting + metal frame

dim. D 250 mm x 50 mm

        4.00 unit(s)

E CEILING WORKS

1 Supply & install Flat Gypsum Ceiling Gypsum 9 mm thk ex. Jayaboard, Hollow steel 

frame 4x4cm 0,4 mm thk

include shadow line 10 mm

      32.05 m2

2 Supply & install Drop Gypsum Ceiling Gypsum 9 mm thk ex. Jayaboard, Hollow steel 

frame 4x4cm 0,4 mm thk

      11.00 m'

3 Supply & install Ceiling Paint ex. Dulux odorless       32.05 m2

4 Supply & install Acoustic Ceiling Accoustic Panel 1200x600x15mm include frame 

and wall angle

ex: AMF Thermatex

      30.80 m2

F DOOR WORKS

1 Supply & Install Single Swing Glass Door

at Meeting room

Tempered glass 12mm + Handle metal fin 

powder coating black color + Aluminium frame ex 

YKK or similar (size 3") fin Black color

Dim. 800 x 2550mm

Incl. all needed accessories

        2.00 unit(s)

2 Supply & install Glass Door

at Quiet room

dim. 700 mmL x 2100 mmH

Single swing door

12 mm thickness, tempered glass

including floor hinges ex. Dorma BTS 84

pull handle 600 mmH

lockset ex. Dekson

door stopper (if necessary)

        2.00 unit(s)

3 Supply & Install Single Pivot Door

at Main Entrance

Tempered glass 12mm + Plywood double 36 mm 

thk + Dummy fin HPL ex Taco / Carta + Handle 

metal fin powder coating black color + Key&Lock 

+  Aluminium frame ex YKK or similar (size 3") fin 

Black color

Dim. 900 x 2550mm

Incl. all needed accessories

        1.00 unit(s)

4.1 Supply & Install Sliding Door OPTION A

at Pantry

Tempered glass 12mm + Screen Double 

Plywood 18 mm thk  fin HPL ex Taco / Carta / 

Aica

Dim.1650 x 2650 mm

Incl. all needed accessories

        1.00 unit(s)

4.2 Supply & Install Door OPTION B

Include Clear Glass Partition L 1000 mm H 2700 mm + 

Sticker One Sided Gradation

at Pantry

dim. 800 mmL x 2100 mmH

Single swing door

12 mm thickness, tempered glass

including floor hinges ex. Dorma BTS 84

pull handle 600 mmH

lockset ex. Dekson

door stopper (if necessary)

12mm thick, Tempered

with U channel

Fin. Gradation sticker one way white color

        1.00 unit(s)
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