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Solar PV Panel 345 pW,37.38V, 9.23

A DC, 20 modules IN 2x10 Strings .

EACH STRINGS CABLE

(2X1CX6mm²) NYY COPPER

CABLE + 1CX6mm² GND.

BATTERY BANK

48V/520AH

8x260AH/12V

BATTERY FUSE BOX

NH1 2X100A

2X1X35mm²
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PV SYSTEM RISER DIAGRAM

GENERAL NOTES:

THE SERIES CONNECTION OF PV PANEL SHALL BE

ACCOMPLISHED BY MULTI CONTACT MC-IV CONNECTORS.

1.

EACH SOLAR PANEL SHALL HAVE MANUFACTURER

PROVIDED IP 67 JUNCTION BOX FOR PV PANEL TERMINALS

EQUIPPED WITH FUSE.

2.

FOR INVERTERS SHALL DANGER SIGN WHICH STATES: DANGER

MULTIPLE SOURCES CONNECTED, DISCONNECT ALL SOURCES

BEFORE SERVICING.

3.

THE SOLAR SYSTEM IS ONLY FOR LIGHTING, COMPUTERS,

PRINTER/COPIER.

4.

GT-E01

PV GENERATOR RISER DIAGRAM 01

: NTS
REF:GT-E01


