
ANNEX 2: QUOTATION SUBMISSION FORM
Bidders are requested to complete this form, including the Company Profile and Bidder’s Declaration, sign it and return it as part of their quotation along with Annex 3: Technical and Financial Offer. The Bidder shall fill in this form in accordance with the instructions indicated. No alterations to its format shall be permitted and no substitutions shall be accepted. 
	Name of Bidder:
	Click or tap here to enter text.
	RFQ reference:
	144_148_203_530-2021-UNDP-UKR-RFQ-RPP	Date: Click or tap to enter a date.



Company Profile
	Item Description
	Detail

	Legal name of bidder or Lead entity for JVs
	Click or tap here to enter text.
	Legal Address, City, Country
	Click or tap here to enter text.
	Website
	Click or tap here to enter text.
	Year of Registration
	Click or tap here to enter text.
	Legal structure
	Choose an item.
	VAT payer status
	Click or tap here to enter text.
	Contract person name
	Click or tap here to enter text.
	Contact person email
	Click or tap here to enter text.
	Contact person phone
	Click or tap here to enter text.
	Company’s core activities
	Click or tap here to enter text.
	Profile – describing the nature of business, field of expertise.
	Click or tap here to enter text.
	Are you a UNGM registered vendor?
	☐ Yes  ☐ No 								If yes, insert UNGM Vendor Number

	Quality Assurance Certification (e.g. ISO 9000 or Equivalent) (If yes, provide a Copy of the valid Certificate):
	☐ Yes  ☐ No                    

	Does your Company hold any accreditation such as ISO 14001 or ISO 14064 or equivalent related to the environment? (If yes, provide a Copy of the valid Certificate):
	☐ Yes  ☐ No

	Does your Company have a written Statement of its Environmental Policy? (If yes, provide a Copy)
	☐ Yes  ☐ No

	Does your organization demonstrate significant commitment to sustainability through some other means, for example internal company policy documents on women empowerment, renewable energies or membership of trade institutions promoting such issues (If yes, provide a Copy)
	☐ Yes  ☐ No

	Is your company a member of the UN Global Compact 
	☐ Yes  ☐ No

	Bank Information
	Bank Name: Click or tap here to enter text.
Bank Address: Click or tap here to enter text.
IBAN: Click or tap here to enter text.
SWIFT/BIC: Click or tap here to enter text.
Account Currency: Click or tap here to enter text.
Bank Account Number: Click or tap here to enter text.

	References 
	Please provide contact details of at least 2 (two) previous clients for reference and attach the signed reference letters.





Bidder’s Declaration
	Yes
	No
	

	☐	☐	Requirements and Terms and Conditions: I/We have read and fully understand the RFQ, including the RFQ Information and Data, Schedule of Requirements, the General Conditions of Contract, and any Special Conditions of Contract. I/we confirm that the Bidder agrees to be bound by them.

	☐	☐	I/We confirm that the Bidder has the necessary capacity, capability, and necessary licenses to fully meet or exceed the Requirements and will be available to deliver throughout the relevant Contract period.

	☐	☐	Ethics: In submitting this Quote I/we warrant that the bidder: has not entered into any improper, illegal, collusive or anti-competitive arrangements with any Competitor; has not directly or indirectly approached any representative of the Buyer (other than the Point of Contact) to lobby or solicit information in relation to the RFQ ;has not attempted to influence, or provide any form of personal inducement, reward or benefit to any representative of the Buyer. 

	☐	☐	I/We confirm to undertake not to engage in proscribed practices, , or any other unethical practice, with the UN or any other party, and to conduct business in a manner that averts any financial, operational, reputational or other undue risk to the UN and we have read the United Nations Supplier Code of Conduct: https://www.un.org/Depts/ptd/about-us/un-supplier-code-conduct and acknowledge that it provides the minimum standards expected of suppliers to the UN.

	☐	☐	Conflict of interest: I/We warrant that the bidder has no actual, potential, or perceived Conflict of Interest in submitting this Quote or entering a Contract to deliver the Requirements. Where a Conflict of Interest arises during the RFQ process the bidder will report it immediately to the Procuring Organisation’s Point of Contact.

	☐	☐	Prohibitions, Sanctions:  l/We hereby declare that our firm, its affiliates or subsidiaries or employees, including any JV/Consortium members or subcontractors or suppliers for any part of the contract is not under procurement prohibition by the United Nations, including but not limited to prohibitions derived from the Compendium of United Nations Security Council Sanctions Lists and have not been suspended, debarred, sanctioned or otherwise identified as ineligible by any UN Organization or the World Bank Group or any other international Organization.

	☐	☐	Bankruptcy: l/We have not declared bankruptcy, are not involved in bankruptcy or receivership proceedings, and there is no judgment or pending legal action against them that could impair their operations in the foreseeable future.

	☐	☐	Offer Validity Period: I/We confirm that this Quote, including the price, remains open for acceptance for the Offer Validity.  

	☐	☐	I/We understand and recognize that you are not bound to accept any Quotation you receive, and we certify that the goods offered in our Quotation are new and unused.

	☐	☐	By signing this declaration, the signatory below represents, warrants and agrees that he/she has been authorised by the Organization/s to make this declaration on its/their behalf.




Signature: 	
Name: 	Click or tap here to enter text.
Title:	Click or tap here to enter text.
Date:  	Click or tap to enter a date.
HLCM-PN/UNDP RFQ – June 2021		1
ANNEX 3: TECHNICAL AND FINANCIAL OFFER - GOODS
Bidders are requested to complete this form, sign it and return it as part of their bid along with Annex 2: Quotation Submission Form. The Bidder shall fill in this form in accordance with the instructions indicated. No alterations to its format shall be permitted and no substitutions shall be accepted.
	Name of Bidder:
	Click or tap here to enter text.
	RFQ reference:
	144_148_203_530-2021-UNDP-UKR-RFQ-RPP	Date: Click or tap to enter a date.



Table 1.1 Conformity to the Specification – LOT 1
	#
	
Name of equipment
	Technical characteristics

	Conformity
(Yes/No)
	Offered Brand, Model and Exact characteristics (Technical characteristics should not be less / worse than those listed in the assignment)

	1
	Monoblock  HP 200 G4 22" (2B429EA) or equivalent + additionally Windows 10 Pro 64-bit OEM
Accessories: mouse, keyboard

	Type:
Monoblock
Chipset:
SoC

Processor type:
Intel Core i3-10110U
Frequency, GHz:2.1
Number of cores: 2
Amount of RAM, GB: 8
Standard: DDR4-2666
Hard drive
SSD capacity, GB:256
Interface:
Graphics chipset: integrated Intel UHD Graphics
Built-in optical drive:
DVD-RW
Sound controller:
integrated (Realtek ALC3247)
External ports:
2xUSB 2.0, 2xUSB 3.1, HDMI, combined headphone and microphone jack
Card reader: SD
Wi-Fi 802.11ac, Bluetooth 4.2
Diagonal:
21.5
Resolution:
1920x1080
Matrix type: IPS
Additionally:
built-in microphone and speakers, 5 MP webcam
	
	

	2
	Lenovo V530-22ICB AIO
21.5” or equivalent,
+ additionally Windows 10 Pro 64-bit OEM Accessories: mouse, keyboard

	Type: AIO
Diagonal: 21.5 “
Resolution:1920x1080
Screen: antiglare
CPU: Intel Core i5-9400T

RAM capacity: 8 GB
Memory type: DDR4
Storage
Drive type: SSD 
SSD capacity: 256GB
Graphics adapter series: Intel UHD Graphics 630Built-in microphone
Built-in Webcam

Data Transfer:
3 in 1 Card reader

Connectors:
LAN /10/100/1000 GigabitEthernet
Wi-Fi /ac
Connectors: USB 2.0     3
USB 3.0       3
HDMI           2


	
	

	3
	Laptop HP 15s-fq1083ur Silver (22R35EA) or equivalent,
+ additionally Windows 10 Pro 64-bit OEM
	Screen: 15,6”
Resolution: 1920 x 1080
Display type: IPS
Display surface: mat
Keyboard language: English, Russian
CPU: Intel Core i3-1005G1
Number of cores: 2
CPU speed: 1.2-3.4 GHz
RAM DDR4 2666 MHz8 GB
SSD 512 GB
Intel UHD Graphics
: dynamic
Interfaces:
USB 3.0              2 x Type-A
USB 3.1               1 x Type-C
HDMI                  1 pc
Headphone jack: 3.5mm 
Cardslot: SD/SDHC/SDXC
Built-in webcam
Built-in microphone
Bluetooth 
Wi-Fi         802.11ac

	
	

	4
	extension cord with overload protection (5 outlets/4.5 m) 
	Number of outlets: 5
Max. load current: 10 А
Surge protection
Max. peak current: 4500 A
Max. surge voltage: 4500 V
Circuit breaker: 10A
Max. absorbing energy (for 2 µs voltage surge): 125 J
Cable length:4.5 m (copper)
	
	

	5
	Uninterruptible power supply unit(UPS):
Eaton 5E 650VA USB DIN or equivalent
	Characteristics: linear interactive Battery switch-on time: 2 ms
Input voltage range: 170-280 V
Input frequency: 50-60 Hz
Output voltage: 230 V
Max. output power: 650 VA 
Effective output: 360 W
Outlets + 3 pcs: CEE 7/IEC-320-C13
Short circuit protection
Overload protection
Filtering
Data line protection
High voltage impulse protection
USB control interfaces

	
	

	6
	Office 2019 (T5D-03369)
(Software)
To be installed on 15 AIOs (p. 1) and a laptop (p. 4)

	Microsoft Office Home and Business 2019 Box version. (T5D-03369)
Capacity: 64-bit / Office version: Office for home and business / Interface language: Ukrainian / Software suite: Word, Excel, PowerPoint, OneNote, Outlook / License: fixed / Can be installed on: 1 PC
	
	

	7
	Dell EMC R340 Server[210-R340-4LFF2246] 
or equivalent
	Form factor: Rack Servers
Chip manufacturer: Intel
CPUmodel:E-2246G
Clock speed: 3.6 GHz
Number of cores: 6
Cache capacity: 12 MB
RAM type: DDR4
RAM capacity: 16 GB
Availability: no
3.5”(LFF) /up to 4 Hot Plug Hard Drives
RAID controller: H330
Power Supply: /Dual Hot Plug

	
	

	8
	Hard drive
	Type: internal
Purpose: for server
Capacity: 4000 GB
Form factor: 3.5”
Connection:
Connection interfaces: SATA 3 /6 GB/s
Functions/options: RoHS Compliance Certificate
Specifications:
Spindle speed: 7200 rpm
Buffer capacity :256 MB
Power consumption during operation: 7 W
Standby power consumption: 5.9 W
MTBF: 2000000 hours
	
	

	9
	Windows Server 2016 Standard 64-bit 16 Core (to be installed on the server)
	Type: server ОS
Number of bits: 64-bit
License term: unlimited
Storage medium: DVD
Interface language: Russian 
License for 1 physical or virtual server
	
	

	10
	Software to connect the remote desktop to the server (WinSvrCAL 2019 SNGL OLP NL DvcCAL + WinRmtDsktpSrvcsCAL 2019 SNGL OLP NL DvcCAL)(to be installed on the server)
	
	
	

	11
	Microsoft Office Home and Business 2019 Ukrainian Medialess (to be installed on the server)
	Microsoft Office Home and Business 2019 Box version. (T5D-03369)
Capacity: 64-bit / Office version: Office for home and business / Interface language: Ukrainian / Software suite: Word, Excel, PowerPoint, OneNote, Outlook / License: fixed / Can be installed on: 1 PC
	
	

	12
	Uninterruptible power supply unit(UPS):Eaton 5P 1150VA RM or equivalent
	Device type: linear interactive
Rack mount type
Operating time at full load: 4 min
Operating time at half load: 11 min
Input voltage range: 150–294 V
Input frequency:50–60 Hz
Output voltage:	230 V
Max. output power: 1150 VA
Effective output: 770 W
Outlets + 6 pcs: IEC 320 C13, 2 groups 
Optional:
Interface: USB
	RS232
	Relay contacts
	1 slot for an optional network/modbus/relay card
	1 terminal block
USB cable included
	IEC output cable: 2 pcs
	RS-232cable
	
	Cable locking systems: 6 outputs
	Disk with documentation and software
	19’’ rack mount kit

	
	

	13
	Multifunction unit (MFU
Canon i-SENSYS MF443dw or analogue + 1 extra cartridge

	Printing type: laser
Sheet size: A4
Print color: monochrome
Functionality:
Max. print resolution: 1200x1200 dpi
B&W printing speed: 38 ppm
Black cartridge life: 3100 A4 sheets (ISO / IEC 24711)
Automatic printing on both sides: yes
Interface: USB 2.0
Network interfaces: Wi-Fi 802.11 n
AirPrint: yes

	
	

	14
	Multifunction unit (MFU):
CANON i-SENSYS MF237W + Canon 737 cartridge(2 pcs) or equivalent
	Printing type: laser
Print color: monochrome
Max. print size: A4 
Max. printresolution:1200 × 1200 dpiB&WA4 printing speed(ISO): 23 ppm Max. scanning resolution: 600 × 600 dpi 
Advanced printing: AppleAirPrint, GoogleCloudPrint, Mopria (Android), Wi-Fi Direct
Display: 6-line touchscreen, monochrome
Interfaces: Fast Ethernet, USB 2.0, Wi-Fi
Automatic Document Feeder (ADF): 35 sheets 

	
	

	15
	MFP Canon image RUNNER 2206– - Monochrome (B&W)А3 or equivalent
	Device type: MFP
MFP functions:
Copier, printer, scanner
Paper size: A4
Printing type: laser
Interfaces
Wi-Fi
Scanning resolution: 600 x 600 dpi
Max. print size:A3
Printing resolution: 600 x 600 dpi
Color:
· Monochrome (B&W)
Copy/A4 print speed: up to 22 ppm
	
	

	16
	Canon i-SENSYS MF3010 + extra cartridge or equivalent
	Paper size: A4
Printing type: laser
Color: monochrome
LCD display
Built-in memory: 64 MB
B&Wprintingspeed:18 ppm
Max. resolution: 600х600
6000x1200
Copy resolution: 600x600dpi
Scanner type: flatbed
Scanner resolution: 600x600 dpi
Color depth: 24
Wired interfaces: USB 2.0

	
	

	17
	Antivirus (installed on computer equipment)
	ESET Endpoint Security software for 2 years (5 devices)
	
	



Table 1.2 Conformity to the Specification – LOT 2
	№
	Name of equipment
	Technical characteristics

	Conformity
(Yes/No)
	Offered Brand, Model and Exact characteristics (Technical characteristics should not be less / worse than those listed in the assignment)

	1
	AC power supply ACK-E10 for Canon EOS 1100D 1200D 1300D 2000D 4000D or analog
	input current: from 100 to 240 V of alternating current, 50/60 Hz;
output current: 7.4 V, 2 A;
cable from the adapter to the plug length: 1.45 m;
cable from the camera to the adapter length: 1.15 m;
connection to the tip: round plug, diameter - 0.3 cm;
camera connection: Canon LP-E10 battery-shaped tip;
	
	

	2
	Flash holder Falcon LH-27SU (003) or analog
	Holder for the Falcon cartridge flash under the E27 cartridge, with mounting on the studio rack.
The mechanism of rotation in the vertical and horizontal planes. Built-in mount for photo umbrellas. The holder is equipped with a power button on the rear wall to turn on / off the flash or lamp.
	
	

	3
	Fastening to a rack of Falcon CL-C35 ) or analog
	Universal clip-clothespin Falcon CL-C35 is used for fastening or holding accessories.
	
	

	4
	Rack  for studios
	Maximum height: 2000mm
Minimum height: 810mm
Folding height: 805mm
Maximum load: 2.5 kg

	
	

	5
	Flash light to Glodox Sy8000 camera or analog
	Bayonet Universal (SS) Power (J) 68 Cartridge flash type E27 Wired number 35 Recharge time 1-2 Pulse duration 1 / 400-1 / 1000 Power adjustment 1 / 1-1 / 8 (smooth) Color temperature 5500K (+/- 200K) Synchronization of the light synchronizer (light trap), synchro cable, the "Test" button Power 220-240B / 50Hz
	
	

	6
	Flash light Yongnuo YN-600EX-RT II (Canon) or analog  (must be compatible with CANON EOS 2000D 18-55 IS II)
	Specifications:
Leading number: GN60 (ISO 100, 200 mm)
Power levels: 1/128 - 1/1 in 1 / 3EV steps

Zoom: 20 - 200 mm (14 mm with wide-angle diffuser)
High Speed ​​Sync (HSS) mode: Yes, up to 1/8000 sec
Pulse modes: TTL (E-TTL), M, Multi
Synchronization modes: Chamber TTL, Radio TTL Master (RT), Radio TTL Slave (RT), Optical TTL Master, Sc, Sn, S1, S2
Flash frequency in stroboscopic mode: 1 - 100 Hz
Number of channels in wireless mode: 16 radio / 4 optical
Number of groups in wireless mode: 5 radio / 3 optical
Wireless radio range: 100 meters
Wireless optical range: 20 - 25 meters indoors, 10 - 15 meters outdoors
Color temperature: 5600K
Power supply: 4 alkaline batteries or NiMh AA batteries
Support for external battery packs: Yes
USB port for firmware update: Yes
Recharge time: 2 sec
Head rotation angle: -180 +180 degrees
Head angle: 7 degrees down and up to 90 degrees up
Complete set:
Yongnuo YN600EX-RT II flash for Canon - 1 pc.
protective cover for storing the flash - 1 pc.
Flash stand for installation on surfaces - 1 pc.
User manual - 1 pc.
	
	

	7
	  Camera tripod
	tripod for camera
Material: aluminum;
Number of sections: 5;
Fixation between sections: clip;
Minimum working height: 44.5 cm;
Maximum working height: 165 cm;
Length when folded: 45.3 cm;
Head: 3-way pan / tilt;
Quick-release platform: yes;
Threaded connections: 1/4;
Panning range: 360 °;
Forward tilt range: -30 ° / + 90 °;
Lateral inclination: -30 ° / + 90 °;
Maximum load: 3 kg;
	
	

	8
	 Tripod for flash
	Maximum height: 62 cm
Minimum height: 41 cm
Height when folded: 58 cm
Maximum diameter of a pipe: 2.2 cm
	
	

	9
	Portrait background with Falcon holder or analog
	Rack height: 200 cm
Background size:   minimum 90x140 cm
Color: gray / white
Background material: fabric
Rack material: aluminum
	
	

	10
	USB cable (AM / AF) extension cord 
	Type
Connectors: USB plug AM - USB AF plug
Length 1.8 m
	
	

	11
	Wacom STU-540 signature tablet
	Dimensions of the work surface
108 x 65 mm
Feature
Kensington lock, AES256 / RSA2048 encryption

resolution
2540 lpi (lines per inch)
Number of pen pressure levels 1024
The Wacom pen can be attached with a cord to the tablet
	
	

	12
	CANON EOS 2000D 18-55 IS II SLR Camera 
	The type of camera is SLR

Support for interchangeable lenses
Canon EF / EF-S

Built-in flash Yes
The number of effective megapixels 24
CMOS matrix technology
Image stabilization
Maximum photo size in pixels
6000 x 4000
Minimum sensitivity of ISO-100
Maximum ISO sensitivity - 6400
Lens
Optical magnification
3x
The minimum shooting distance is 0.25 m
Video recording
Full HD (1920x1080)

Display
Display diagonal
3.0 "
Memory card slot
SD
SDHC
SDXC
Interfaces
HDMI
USB
Wireless connections
Wi-Fi
NFC
Ability to connect an external flash  yes
External microphone connection
yes
Autonomy
Battery
Own Li-ion battery
	
	

	13
	Mains power supply filter 5,0m 3 * 1mm2 6 sockets 
	Number of sockets 6
Maximum load current
10 A
Cable length 5 m
Voltage: 220 V, 50 Hz.
Maximum load: 2200 watts
Automatic fuse, max .: 10 A
Cable cross section: 3x1.0 mm
Connection type Euro plug
Switch - yes
	
	

	14
	Cable DVI to DVI 24 + 1pin, 1,8 m 
	Interface: DVI
Connector types: 2 x DVI 24 + 1 pin
Two ferrite rings
Outer diameter of the cable: 7 mm
Shielding: 16 x 10
	
	

	15
	Cable VGA to  VGA  1,8m 
	Connectors: VGA plug - VGA plug
2 ferrite rings
	
	

	16
	USB 2.0 AM to Mini 5P 1.5m Power Plant Cable (KD00AS1244) or analog
	Model
USB 2.0 AM to Mini 5P 1.5m
Article
KD00AS1244
Type Login
USB 2.0
Type Output
mini USB
	
	

	17
	USB 2.0AM / AF 3.0m Cablex pert cable (CCF-USB2-AMAF-TR-10) or analog
	Connector 1
USB 2.0
Connector 2
USB 2.0 Type-B Female
	
	

	18
	USB Defender Septima Slim 7-port USB2.0 hub active (aluminum case) or analog
	Number of ports: 7
Connection interface: USB 2.0
Power Supply
	
	

	19
	LCD Monitor 21.5 
	Type:
LCD monitor
Screen diagonal, inches: 21.5
LCD matrix type:  IPS
Image format: 16: 9
Resolution, dots:
1920x1080
Viewing angle, horizontal / vertical: 178/178
Type of lighting system: LED
Screen coating: matte
	
	

	20
	Multifunctional device A4 b / w Xerox WC 3025BI (wi-fi) or analog
	Laser printing technology
Print -Black and white
Max. print resolution
1200x1200 dpi
Max. scan resolution
1200x1200 dpi
	
	

	21
	Computer i3/16G/ 1THDD + 240G SSD / ATX 400W / 
+ Windows 10 Professional / Capacity: 64-bit / Program language: Ukrainian 
License type: OEM version (for assemblers)  Purpose: For home and business 
Can be installed on: 1 PC
+
 Microsoft Office 2019 [Ukrainian] / Capacity: 64-bit / Office version: Office for home and business / Interface language: Ukrainian / Mac (FPP - boxed version, Ukrainian language) (T5D-03369)

	Specifications: 
Intel Core i3-10100 (3.6 - 4.3 ГГц) /
 RAM 16 ГБ / 
SSD 240 ГБ_1TB HDD / 
Intel UHD Graphics 

Drive type: SSD MLC
SSD capacity: 240 GB
Drive type: HDD
HDD capacity: 1 TB / 7200

Wired network (LAN) 10/100/1000 Mbit / s
Expansion slots: 1x PCIe 3.0 / 2.0 x16, 1x PCIe 2.0 x1
	
	

	22
	Uninterruptible power supply 
	Number of sockets not less 4
Output power 1000 watts
The range of input voltage during operation from the network from 145 to 290 V
Operating time in case of full load 20 min
The type of battery used is classic
Architecture type Linear-interactive
The shape of the output voltage
Approximate sinusoid
	
	

	23
	Cable USB2.0 AM / BM 1.8 Cablexpert (CCF-USB2-AMBM-6) 1.8m with ferrite or analog
	Type
USB type A - USB type B
Length   1.8 m
	
	

	24
	Set (keyboard, mouse) Gemius SlimStar c130USB Ukr 31330208112 or analog
	Leading type
USB connection interface
keyboard format - full size
cord length 1.5 m
The type of mouse sensor is optical
number of buttons 3
Number of scroll wheels 1
Additional features
symmetrical (suitable for left-handers)
	
	

	25
	HDMI to VGA Cablexpert adapter (A-HDMI-VGA-03-6) or analog
	1 HDMI connector
2 VGA connector + mini-jack (3.5 mm connector)
Cable length 1.8 m
	
	




Table 1.3 Conformity to the Specification – LOT 3
	№
	
Name of equipment
	Technical characteristics

	Conformity
(Yes/No)
	Offered Brand, Model and Exact characteristics (Technical characteristics should not be less / worse than those listed in the assignment)

	1
	server 
	Intel Dell PowerEdge T40 v14 or analog
Intel Xeon (8 cores 3.7 GHz), Intel C246 chipset, 64 GB RAM (DDR4-2666 MHz 4 slots, 128 GB max), HDD: 2 x 2 TB SSD: 2 x 500 GB Samsung. 1 pc.Xeon (8 ядер 3.7 ГГц), чипсет Intel C246, оперативна пам’ять 64 ГБ (DDR4-2666 МГц 4 слоти, 128 ГБ макс.), жорсткий диск HDD: 2 х 2 ТБ SSD: 2 х 500 ГБ Samsung.
	
	

	2
	Video card
	MSI GeForce GT1030 2048Mb AERO or analog
2 GB of memory. Memory frequency 2100 MHz. DDR4 memory type. Connectors - DVI, HDMI.
	
	

	3
	Monitor
	Asus VP229HE or analog
21.5 "display diagonal, maximum display resolution 1920 x 1080, matrix response time 5 ms, display brightness 250 cd / m², IPS matrix type, 1000: 1 display brightness
	
	

	4
	Keyboard
	Logitech K280e USB or analog
Moisture-proof case. Built-in wrist rest. Dimensions: 459 x 20.4 x 182.6 mm. Cable length: 1.8 m. Weight: 930 g
	
	

	5
	Mouse
	A4Tech X89 USB Maze or analog
Sensor: PixArt PAW3212. Resolution: 1000/1200/1600/2000/2400 DPI. Image processing: 1.29 MP / sec. Frame processing frequency: 4000 frames / sec. Poll frequency: 125 ~ 1000 Hz / sec. Acceleration: 10 g. Response time: 1 ms.
Optical switches: over 10 million clicks
	
	

	6
	Uninterruptible power supply
	Powercom RPT-1500AP Schuko or analog
Sockets - 4 pcs. Output power 1500 VA / 900 W.
	
	

	7
	Cable
	PowerPlant HDMI - HDMI 3 m or analog
Version - 1.4, 3D, 4K x 2K
Cable color - black
Connector - plug - plug
Diameter, mm - 6.0 mm
Additional function - with filters
	
	

	8
	Webcam
	2E Cam 2560x1440 WQHD or analog
Video resolution
2560x1440
CMOS sensor
With a microphone
Focusing - autofocus
fastening
on a tripod
USB power supply
Frame rate per second 30
additional features
Sensor: CMOS sensor / GC2053 1 / 2.9
Noise-canceling microphone
Wide viewing angle
privacy curtain
Cable length 1.5 m
	
	

	9
	                         TV 

	XiaomiMi TV UHD 4S 50 or analog
TV type LED, Screen diagonal 50 '' Screen resolution 4K Ultra HD (3840x2160) Quad core processor, RAM-2 GB, Permanent memory-8 GB, Wi-Fi, Dimensions with stand (HxWxD) 709, 7 x 1,117, 8 x 250.9 mm,
	
	

	10
	TV
	XiaomiMi TV UHD 4S 43 або аналог
LED TV type, Screen diagonal 43 "
Extension 3840x2160
Android smart platform
Digital tuner ranges
DVB-C
DVB-T2
Panel scan frequency
60 Hz
	
	

	11
	TV mount
	2E T449 (UKR2ET449) or analog
Type
wall mount
The minimum diagonal of the TV32 "
Maximum diagonal of the TV
65 "
Maximum weight -50 kg
The design - an inclined / rotary
VESA
200x200
200x300
200x400
300x200
300x300
400x200
400x300
400x400
Length 12 - 47.5 cm
	
	

	12
	Color printer
	MFP EPSON WORKFORCE PRO WF-3720DWF with BSBPCH and INKSYSTEM ink or analog
MAIN CHARACTERISTICS
A4 print format
Number of colors 4
Connection type USB 2.0, Ethernet, Wi-Fi, NFC
Manufacturer Epson
MFP device (printer / scanner / copier / fax)
Printing without a PC is available
Inkjet printing technology
the copier is
the scanner is
There is a fax
Scope Office
properties of the PRINTER
Print resolution 4800x2400 dpi
B / W print speed 20 ppm
Color printing speed 10 pages / min
Borderless printing is available
Double-sided printing is available
Copy resolution 600x600 dpi
Copy speed 19 ppm color, 10 ppm b / w
Optical scanner resolution 1200x2400 dpi
The type of scanner is tablet
Contact sensor type (CIS)
Additional scanner features send to e-mail and cloud
properties of FAX
The presence of a color fax
Data transfer rate 33.6 kbit / s
Additional features fax memory for 100 numbers, memory for 180 pages, delayed fax transmission
Tray volume 250
Media format A4, A5, A6, B5, C6, DL, No. 10, Letter, Legal, Executive, 10x15, 13x18
Media density, minimum 64 g / m2
Carrier density, maximum 200 g / m2
Wired connection USB 2.0, Enternet
Wireless Wi-Fi, NFC
Types of wireless AirPrint connection
There is no chipless firmware
LCD touch screen, 2.7 inches
The language of the display is English
Russian language drivers
Operating systems Windows, Mac OS
	
	

	13
	 MFU

	Canon i-SENSYS MF443dw + 1 additional cartridge or analog
Printing type: Laser
Sheet size: A4
Print color: Monochrome
Functionality
Maximum print resolution: 1200x1200 dpi
B&W printing speed: 38 sheets / min
Black cartridge life: 3100 A4 sheets (ISO / IEC 24711)
Automatic printing on both sides: Yes
Interfaces: USB 2.0
Network interfaces: WiFi 802.11n
AirPrint: Yes
Additional features
Built-in LCD screen: Yes
Maximum recommended print volume per month: 4000
Paper density range: 60-163g / m2
	
	

	14
	Projector
	Acer X1127i or analog
Lamp and image
UHP lamp type
Service life 6000 hours
Service life (economy) 10000 h
Lamp power 220 watts
The brightness of ANSI-lumen is 4000 lm
Dynamic contrast 20,000: 1
Color transfer 1 billion colors
Line scan frequency 15 - 100 kHz
Frame scan frequency 24 - 120 Hz
matrix
DLP technology
Real resolution 800x600 pixels
Maximum resolution 1920x1200 pixels
Support for 4: 3, 16: 9 image formats
Designing
reverse projection
Projection distance, min 1 m
Projection distance, max 11.8 m
The diagonal of the image is 0.58 - 7.62 m
Projection ratio 1.94: 1 - 2.16: 1
Optical magnification 1.1 x
Digital magnification 2 x
Zoom and focus manually
Trapezoid correction (vert), ± 40 °
Features and capabilities
Features 3D support
Wi-Fi Wi-Fi ready (optional)
hardware part
USB 2.0 1 pc
Number of speakers 1 pc
Sound power 3 watts
VGA video connectors / 1 input, 1 output /
composite
HDMI inputs 1 pc
HDMI version v 1.4
3.5mm audio input jack (mini-Jack)
Service connectors COM port (RS-232)
	
	

	15
	
Wall mounting screen
	Elite Screens M139NWX  or analog 
Diagonal 138 "inches
Aspect ratio 16:10
The dimensions of the projection surface are 297.9x186.2 cm
Type of installation Wall / Ceiling
Control type Manual
Features Canvas MaxWhite 1.1 Gain Matte
Optional Viewing angle of 160 degrees
	
	

	16
	Projector bracket
	CHARMOUNT PRB43-65 Black or analog
Main characteristics
Ceiling type
Maximum load 20 kg
angle of inclination 15
angle of rotation15
	
	

	17
	Laptop
	Asus K413EA-EB554 or similar
Display diagonal 14 "
Expansion
1920x1080 (FullHD)
screen surface  anti-reflective coating
matrix type IPS
processor
Intel processor generation
11th generation
processor
Intel Core i5 1135G7 (3.1 - 4.2 GHz)
Number of processor cores 4
DDR4 RAM type
The amount of RAM is 8 GB
SSD256 GB capacity
card reader Card-reader
Intel Iris Xe Graphics graphics card
Webcam WEB-Camera
Additional features
built-in microphone, stereo speakers
communication capabilities
wireless technology
Bluetooth, Wi-Fi
Interfaces and connections
3 x USB 2.0, USB 3.2 Type-C, HDMI, Combined audio jack
Software
Operating System
without operating system
Specifics
keyboard backlight, TPM module
	
	

	18
	Router
	TP-LINK TL-WR840N or analog
Wi-Fi router
Additional operating modes
Bridge (WDS)
Wi-Fi standard 802.11 n; g; b
number of channels 1
Maximum data rate
n (300 Mbps)
operating frequency 2.4 GHz
WAN port 1 x 10/100 RJ-45
Number of LAN ports (RJ-45) - 4
The external antenna is non-removable
number of antennas 2
Gain 5 dBi
Transmitter power at 2.4 GHz
20 dBm
Additional features
IPTV support; Dynamic DNS (DDNS); VPN support; traffic prioritization (QoS); DHCP server
Access control
domain filter (URL); package verification (SPI); demilitarized zone (DMZ); protection against DoS attacks; MAC address filtering; guest network; IP address filtering; parental control
encryption

WPS; WPA2-PSK; WPA-PSK; WPA2; WPA; 152-bit WEP; 128-bit WEP; 64-bit WEP
	
	

	19
	Network filter
	Defender DF5 153 - 5 m or similar
Black
number of sockets
6
Maximum load current
10 A
Producing country
China
Surge protection
An automatic fireproof fuse is built into the switch
Protected circuits: phase-zero
Overload and short circuit protection
Protection against impulse interference
Cable length
5 m
additional features
The maximum total power of loading is 2200 W.
Maximum dissipated energy: 125 J.
Sockets with grounding: 6 pcs
Dimensions without packaging: 4.12 x 32.5 x 5.3 cm
Individual package size: 4.8 x 36.5 x 11 cm
Weight of individual packing: 0.63 kg
network indicator
Wall mounting
Housing made of non-combustible plastic
Conductors made of pure copper
Type
Network filters
Filter connection type
Euro plugs with grounding (Type F)
electrical protection
From a short circuit
from overloads
switch - yes

	
	

	20
	Windows 10 operating system
Must be installed on laptops and server
	Windows 10 Professional / Capacity: 64-bit / Program language: English / License type: OEM version (for assemblers) / Purpose: For home and business / Can be installed on: 1 PC
	
	

	21
	Microsoft Office 2019
Must be installed on laptops and server
	Microsoft Office 2019 [Ukrainian Medialess] / Capacity: 64-bit / Office version: Office for home and business / Interface language: Ukrainian / software package: Word, Excel, PowerPoint, OneNote, Outlook / License type: Permanent / Can be installed on : 1 PC
	
	




Table 1.4 Conformity to the Specification – LOT 4
	№
	
Name of equipment
	Technical characteristics

	Conformity
(Yes/No)
	Offered Brand, Model and Exact characteristics (Technical characteristics should not be less / worse than those listed in the assignment)

	1
	Monoblock  HP 200 G4 22" (2B429EA) or equivalent Windows 10 Pro 64- bit
Accessories: mouse, keyboard

	Type:
Monoblock
Chipset:
SoC

Processor type:
Intel Core i3-10110U
Frequency, GHz:2.1
Number of cores: 2
Amount of RAM, GB: 8
Standard: DDR4-2666
Hard drive
SSD capacity, GB:256
Interface:
Graphics chipset: integrated Intel UHD Graphics
Built-in optical drive:
DVD-RW
Sound controller:
integrated (Realtek ALC3247)
External ports:
2xUSB 2.0, 2xUSB 3.1, HDMI, combined headphone and microphone jack
Card reader: SD
Wi-Fi 802.11ac, Bluetooth 4.2
Diagonal:
21.5
Resolution:
1920x1080
Matrix type: IPS
Additionally:
built-in microphone and speakers, 5 MP webcam
	
	

	2
	extension cord with overload protection (5 outlets/4.5 m) 
	Number of outlets: 5
Max. load current: 10 А
Surge protection
Max. peak current: 4500 A
Max. surge voltage: 4500 V
Circuit breaker: 10A
Max. absorbing energy (for 2 µs voltage surge): 125 J
Cable length:4.5 m (copper)
	
	

	3
	Uninterruptible power supply unit(UPS):
Eaton 5E 650VA USB DIN or equivalent
	Characteristics: linear interactive Battery switch-on time: 2 ms
Input voltage range: 170-280 V
Input frequency: 50-60 Hz
Output voltage: 230 V
Max. output power: 650 VA 
Effective output: 360 W
Outlets + 3 pcs: CEE 7/IEC-320-C13
Short circuit protection
Overload protection
Filtering
Data line protection
High voltage impulse protection
USB control interfaces

	
	

	4
	Office 2019 (T5D-03369)
(Software)
To be installed on 30 AIOs (p. 1) 
	Microsoft Office Home and Business 2019 Box version. (T5D-03369)
Capacity: 64-bit / Office version: Office for home and business / Interface language: Ukrainian / Software suite: Word, Excel, PowerPoint, OneNote, Outlook / License: fixed / Can be installed on: 1 PC
	
	

	5
	Multifunction unit (MFU
Canon i-SENSYS MF443dw or analogue + 1 extra cartridge

	Printing type: laser
Sheet size: A4
Print color: monochrome
Functionality:
Max. print resolution: 1200x1200 dpi
B&W printing speed: 38 ppm
Black cartridge life: 3100 A4 sheets (ISO / IEC 24711)
Automatic printing on both sides: yes
Interface: USB 2.0
Network interfaces: Wi-Fi 802.11 n
AirPrint: yes

	
	

	6
	Canon i-SENSYS MF3010 + extra cartridge or equivalent
	Paper size: A4
Printing type: laser
Color: monochrome
LCD display
Built-in memory: 64 MB
B&Wprintingspeed:18 ppm
Max. resolution: 600х600
6000x1200
Copy resolution: 600x600dpi
Scanner type: flatbed
Scanner resolution: 600x600 dpi
Color depth: 24
Wired interfaces: USB 2.0

	
	

	7
	Antivirus (installed on computer equipment)
	ESET Endpoint Security software for 2 years 
	
	

	8
	HDCVI video surveillance kit Dahua CVI-2M-8COMBI-P-Lite or analog
	The set consists of: Dahua Technology DH-HAC-HDW1200RP (2.8 mm) - 4 pieces Dahua Technology DH-HAC-HFW1220RP-S3 (2.8 mm) - 4 pieces Dahua Technology DH-XVR5108C-X - 1 piece Hard disk HDD Western Digital Purple 1TB 64MB WD10PURZ 3.5 SATA III - 1 pc.
	
	

	9
	4-ports USB 3.0 hub
	Laptop and PC compatibility
data transfer rate up to 5 Gbps.
Overcurrent protection to protect both connected devices and the hub itself from unforeseen surges.

USB 3.0 device, compatible with USB 1.1 and USB 2.0 devices.
Supports hot swapping.
-Length on the cable: 30 cm
Windows 2000 / XP / Vista / Windows 7 / Windows 8 / Windows 10
1 input and 4 output ports
	
	

	10
	TV
	XiaomiMi TV UHD 4S 43 or similar
LED TV type, Screen diagonal 43 "
Extension 3840x2160
Android smart platform
Digital tuner ranges
DVB-C
DVB-T2
Panel scan frequency
60 Hz
	
	

	11
	TV mount
	2E T449 (UKR2ET449) or analog
Type
wall mount
The minimum diagonal of the TV32 "
Maximum diagonal of the TV
65 "
Maximum weight -50 kg
The design - an inclined / rotary
VESA
200x200
200x300
200x400
300x200
300x300
400x200
400x300
400x400
Length 12 - 47.5 cm
	
	

	12

	Router
	TP-LINK TL-WR840N or analog
Wi-Fi router
Additional operating modes
Bridge (WDS)
Wi-Fi standard 802.11 n; g; b
number of channels 1
Maximum data rate
n (300 Mbps)
operating frequency 2.4 GHz
WAN port 1 x 10/100 RJ-45
Number of LAN ports (RJ-45) - 4
The external antenna is non-removable
number of antennas 2
Gain 5 dBi
Transmitter power at 2.4 GHz
20 dBm
Additional features
IPTV support; Dynamic DNS (DDNS); VPN support; traffic prioritization (QoS); DHCP server
Access control
domain filter (URL); package verification (SPI); demilitarized zone (DMZ); protection against DoS attacks; MAC address filtering; guest network; IP address filtering; parental control
encryption
WPS; WPA2-PSK; WPA-PSK; WPA2; WPA; 152-bit WEP; 128-bit WEP; 64-bit WEP
	
	

	13
	24-port switch
	Dahua DH-PFS3125-24ET-190 or analog
Ethernet ports (Uplink): Combo 1x SFP (1000M) or 1x RJ45 (1000M)
Ethernet ports (DownLink): 24x RJ45 (10 / 100M) PoE
PoE power consumption: Ports 1, 2 ≤60W; 3 - 24 ≤30 W, total ≤ 190 W.
PoE protocols: IEEE 802.3, IEEE 802.3u, IEEE802.3ab, IEEE802.3z, IEEE802.3x, IEEE802.3af, IEEE802.3at, Hi-PoE
Max. bandwidth: 6.8G
	
	

	14
	Cable Ktp Utp 4 pairs of 8 cores Ritar Cca for internal works 305 m
	KTP UTP cable (4 * 2 * 0.5) 4 pairs
Material - CCA (bimetal)
Purpose - for interior work
length 305 meters

	
	




Table 2.1 Financial offer for the supply of goods in accordance with the technical specification and requirements – LOT 1

	No.
	Product name and specification requirements
	Number of units (pcs)
	Price per unit, excl. VAT, currency
	Total price, excl. VAT, currency

	1
	Monoblock PC  with Windows 10 Pro 64-bit 
(Specify the model and characteristics)
	15
	
	

	2
	Monoblock PC  with Windows 10 Pro 64-bit and mouse, keyboard
(Specify the model and characteristics)
	11
	
	

	3
	Laptop with, Windows 10 Pro 64-bit 
(Specify the model and characteristics)
	1
	
	

	4
	extension cord with overload protection (5 outlets/4.5 m) (Specify the model and characteristics)
	28
	
	

	5
	Uninterruptible power supply unit (UPS):
(Specify the model and characteristics)
	26
	
	

	6
	Office 2019(Software)
To be installed on 15 AIOs (p. 1) and a laptop (p. 3)
	16
	
	

	7
	Server (Specify the model and characteristics)
	1
	
	

	8
	Hard Drive 
(Specify the model and characteristics)
	2
	
	

	9
	Windows Server 2016 Standard 64-bit 16 Core
	1
	
	

	10
	Software to connect the remote desktop to the server (WinSvrCAL 2019 SNGL OLP NL DvcCAL + WinRmtDsktpSrvcsCAL 2019 SNGL OLP NL DvcCAL)
	10
	
	

	11
	Microsoft Office Home and Business 2019 Ukrainian Medialess (for server) 
	1
	
	

	12
	Uninterruptible power supply unit(UPS): 
(Specify the model and characteristics)
	1
	
	

	13
	Multifunctional unit(MFU) +1 extra cartridge
(Specify the model and characteristics)
	11
	
	

	14
	Multifunctional unit(MFU):
+ cartridge (2 pcs) 
(Specify the model and characteristics)
	9
	
	

	15
	Multifunctional unit
(Specify the model and characteristics)
	1
	
	

	16
	Multifunctional unit + extra cartridge 
(Specify the model and characteristics)
	1
	
	

	17
	Antivirus
	6
	
	

	Delivery of equipment (if applicable)
	

	TOTAL, excl. VAT, currency
	




Table 2.2 Financial offer for the supply of goods in accordance with the technical specification and requirements – LOT 2

	
№
	
Description / specification of goods
	
Number
	
Price per unit without VAT (specify currency)
	
Total price per item without VAT (specify currency)

	I. EQUIPMENT AND MATERIALS
	
	
	

	1
	AC power supply ACK-E10 or analog (Indicate model and characteristics)
	14
	
	

	2
	Flash holder Falcon LH-27SU (003) or analog(Indicate model and characteristics)
	14
	
	

	3
	Fastening to a rack of Falcon CL-C35 ) or analog(Indicate model and characteristics)
	14
	
	

	4
	Rack  for studios(Indicate model and characteristics)
	14
	
	

	5
	Flash to Glodox Sy8000 camera or analog(Indicate model and characteristics)
	14
	
	

	6
	flash Yongnuo YN-600EX-RT II (Canon) or analog  (must be compatible with CANON EOS 2000D 18-55 IS II) (Indicate model and characteristics)
	14
	
	

	7
	camera tripod (Indicate model and characteristics)
	14
	
	

	8
	Tripod for flash (Indicate model and characteristics) 
	14
	
	

	9
	Portrait background with Falcon holder or analog(Indicate model and characteristics)
	14
	
	

	10
	USB cable (AM / AF) extension cord (Indicate model and characteristics)
	14
	
	

	11
	Wacom STU-540 signature tablet(Indicate model and characteristics)
	14
	
	

	12
	CANON EOS 2000D 18-55 IS II SLR Camera (Indicate model and characteristics)
	14
	
	

	13
	Mains power supply filter 5,0m 3 * 1mm2 (SP-1065) 6 sockets (Indicate model and characteristics)
	14
	
	

	14
	Cable DVI to DVI 24 + 1pin, 1,8 m Indicate model and characteristics)
	14
	
	

	15
	cable VGA to VGA 1,8m (Indicate model and characteristics)
	14
	
	

	16
	USB 2.0 AM to Mini 5P 1.5m Power Plant Cable (KD00AS1244) or analog(Indicate model and characteristics)
	14
	
	

	17
	USB 2.0AM / AF 3.0m Cablex pert cable (CCF-USB2-AMAF-TR-10) or analog(Indicate model and characteristics)
	14
	
	

	18
	USB Defender Septima Slim 7-port USB2.0 hub active (aluminum case) or analog(Indicate model and characteristics)
	14
	
	

	19
	LCD Monitor 21.5 (Indicate model and characteristics)
	14
	
	

	20
	Multifunctional device A4 b / w Xerox WC 3025BI (wi-fi) or analog(Indicate model and characteristics)
	14
	
	

	21
	Computer i3/16G/ 1THDD + 240G SSD / ATX 400W / (Indicate model and characteristics)
+ Windows 10 Professional / Capacity: 64-bit / + Microsoft Office 2019 [Ukrainian] / Capacity: 64-bit / 
	14
	
	

	22
	Uninterruptible power supply (Indicate model and characteristics)
	14
	
	

	23
	Cable USB2.0 AM / BM 1.8 Cablexpert (CCF-USB2-AMBM-6) 1.8m with ferrite or analog(Indicate model and characteristics)
	14
	
	

	24
	Set (keyboard, mouse) Gemius SlimStar c130USB Ukr 31330208112 or analog(Indicate model and characteristics)
	14
	
	

	25
	HDMI to VGA Cablexpert adapter (A-HDMI-VGA-03-6) or analog(Indicate model and characteristics)
	14
	
	

	I. Delivery of equipment (if applicable)
	14
	
	

	II. Installation, installation of the hardware component on the Customer's object in ASCs according to  p.2. Software settings
	14
	
	

	Total price without VAT
	



Table 2.3 Financial offer for the supply of goods in accordance with the technical specification and requirements – LOT 3
	
№
	
Description / specification of goods
	
Number
	
Price per unit without VAT (specify currency)
	
Total price per item without VAT (specify currency)

	I. EQUIPMENT AND MATERIALS
	
	
	

	1
	 Server (Indicate model and characteristics)
	1
	
	

	2
	Video card (Indicate specify model and characteristics)
	1
	
	

	3
	Monitor (Indicate model and characteristics)
	1
	
	

	4
	Keyboard (Indicate model and specifications)
	1
	
	

	5
	Mouse (Indicate model and characteristics)
	3
	
	

	6
	Uninterruptible power supply (Indicate model and characteristics)
	1
	
	

	7
	Cable (Indicate model and characteristics)
	6
	
	

	8
	Webcam (Indicate model and specifications)
	2
	
	

	9
	TV (Indicate model and specifications)
	1
	
	

	10
	TV (Indicate model and specifications)
	1
	
	

	11
	TV mount (Indicate model and specifications)
	2
	
	

	12
	Color printer (Indicate model and specifications)
	5
	
	

	13
	Printer with optional cartridge (Indicate model and specifications)
	3
	
	

	14
	Projector (Indicate model and characteristics)
	5
	
	

	15
	Manual wall screen (Indicate model and characteristics)
	5
	
	

	16
	Projector bracket (Indicate model and specifications)
	5
	
	

	17
	Laptop (Indicate model and specifications)
	8
	
	

	18
	Router (Indicate model and characteristics)
	6
	
	

	19
	Network filter (Indicate model and characteristics)
	5
	
	

	20
	Windows 10 Professional / Capacity: 64-bit (Must be installed on laptops and server)
	9
	
	

	21
	Microsoft Office 2019 (Must be installed on laptops and server)
	9
	
	

		Delivery and unloading of 1 set of equipment
	

	Total price without VAT
	



Table 2.4 Financial offer for the supply of goods in accordance with the technical specification and requirements – LOT 4
	No.
	Product name and specification requirements
	Number of units (pcs)
	Price per unit, excl. VAT, currency
	Total price, excl. VAT, currency

	1
	Monoblock PC  with Windows 10 Pro 64-bit 
(Specify the model and characteristics)
	30
	
	

	2
	extension cord with overload protection (5 outlets/4.5 m) (Specify the model and characteristics)
	30
	
	

	3
	Uninterruptible power supply unit (UPS):
(Specify the model and characteristics)
	30
	
	

	4
	Office 2019(Software)
To be installed on 30 AIOs (p. 1) 
	30
	
	

	5
	Multifunctional unit(MFU) +1 extra cartridge
(Specify the model and characteristics)
	5
	
	

	6
	Multifunctional unit + extra cartridge 
(Specify the model and characteristics)
	24
	
	

	7
	Antivirus
	For 30 Monoblock
	
	

	8
	HDCVI CCTV Kit Dahua CVI-2M-8COMBI-P-Lite or similar Specify model and specifications
	5
	
	

	9
	4-port USB 3.0 hub
Specify the model and characteristics
	30
	
	

	10
	TV Specify model and specifications
	2
	
	

	11
	TV mount
Specify the model and characteristics
	2
	
	

	12
	Router
Specify the model and characteristics
	5
	
	

	13
	24-port switch
Specify the model and characteristics
	1
	
	

	14
	Cable Ktp Utp 4 bet 8 cores Ritar Cca for internal  works 305m
	1 box
	
	

	           Delivery and unloading of equipment to addresses according to Annex 1.
	

	TOTAL, excl. VAT, currency
	



Dear Partners!
The UN Office in Ukraine kindly informs you, that the purchase of goods and services, announced in the UN Office Tenders, is conducted within the framework of international technical assistance project.
 Provisions of the Tax Code of Ukraine (paragraph 197.11) foresee the VAT tax exemption for operations, financed by material and technical assistance.
The procedure for obtaining the tax exemption right for operations, performed in the framework of international technical assistance projects, is regulated by the Decree #153 of the Cabinet of Ministers of Ukraine dated February 15, 2002.
In case you already have the right to apply this VAT allowance, on the date of UNDP prepayment receipt you should prepare and register a tax invoice (hereinafter - TI) in the United Register of Tax Invoices (URTI), filled in as follows:
• the column "Comprised on the operation, exempted from taxation" on the upper left part - with the mark "Without VAT";
• Section A of the TI table section (lines I-X) should contain the summarizing data on TI transactions, namely: line I - the total amount to be paid, including VAT; line IX - the total volume of goods and services delivered. Lines II-VIII of section A are not filled;
• in column 2 of section B – supplier’s (seller’s) services nomenclature;
• in section 3.3 of section B - service code according to the SCPS. Box 3.3 should be filled in at all stages of the services delivery;
• in columns 4 and 5 - unit of services measurement;
• in column 6 - quantity (volume) of services delivery;
• in column 7 - the price of the service unit supply, excluding VAT;
• in column 8 - VAT rate code 903;
• in column 9 – tax allowance code according to the Handbook of other tax benefits, approved by the SFS as of the date of TI submission - "14060523".
• in column 10 - supply volume, excluding VAT (prepayment amount).
Detailed instructions to be found in the materials "Tax invoice - 2017: instruction on filling out" and "New tax invoice in the samples."
Credit against VAT tax, applied on the materials purchase for the relevant construction works performance, cannot be compensated as per the paragraph #198.5 of Tax Code of Ukraine. According to the Tax Code paragraph #198.5, goods and services supply operations, exempted from VAT based on the Tax Code paragraph #197.11, the rules for calculating tax liabilities do not apply.
Using the materials bought with VAT, there is no need to compensate the credit against VAT, as well as no need to accrue tax liabilities.
Considering all mentioned above, you are kindly asked to submit your tender applications / invoices for payment without VAT, referring to the Ukrainian legislation provisions, stated in the mentioned regulatory acts.
Should you have any additional questions, please contact the offices of the State Fiscal Service of Ukraine at the place of your enterprise registration for additional clarifications of Article 52 of the Tax Code of Ukraine.
Table 3. Compliance with Requirements
	

	Your Responses

	
	Yes, we will comply
	No, we cannot comply
	If you cannot comply, pls. indicate counter - offer

	Minimum Technical Specifications as per Annex 1, Schedule of Requirements
	☐	☐	Click or tap here to enter text.
	Delivery Term (INCOTERMS 2020)
Delivery and unloading of equipment to addresses indicated in Annex 1: 			Schedule of Requirements in parts 
· Lot 1 Specifications
· Lot 2 Specifications
· Lot 3 Specifications
· Lot 4 Specifications

All computer equipment ( Lot 1, Lot 2, Lot 3 and Lot 4) shall be brand new and it shall be delivered, placed, installed and commissioned at the locations specified above at no extra cost. UNDP is not bound to provide any mode of transport in respect of men or material required for the contract.
	☐	☐	Click or tap here to enter text.
	Delivery Lead Time: delivery of the furniture shall be carried out within 60 (sixty) calendar days from PO/Contact signature date in compliance with the schedules of delivery pre-agreed with the customer.
	☐	☐	Click or tap here to enter text.
	The warranty period must be not less than 12 (twelve) months.
	☐	☐	Click or tap here to enter text.
	The supplier must provide a specification with all the necessary documents for the supplied furniture.
	☐	☐	Click or tap here to enter text.
	Validity of Quotation (min. 60 days)
	☐	☐	Click or tap here to enter text.
	Payment terms
	☐	☐	Click or tap here to enter text.


	I, the undersigned, certify that I am duly authorized to sign this quotation and bind the company below in event that the quotation is accepted.

	Exact name and address of company
Company Name: Click or tap here to enter text.
Address: 			Click or tap here to enter text.
					Click or tap here to enter text.
Phone No.: 		Click or tap here to enter text.
Email Address: 	Click or tap here to enter text.
	Authorized Signature							:
Date: 				Click or tap here to enter text.
Name: 			Click or tap here to enter text.
Functional Title of Authorised Signatory: 		Click or tap here to enter text.
Email Address: 	Click or tap here to enter text.


 

