Astore Observatory Repair and Rehabilitation

- **OBSERVATORY** 22' X 14'
- **Incharge Room** 15'6'' X 14'
- **Retiring Room** 10'6'' X 14'
- **Washroom** 10' X 6'6''
- **Washroom** 10' X 6'6''
- **LOBBY**

First Floor: Mummy Corrugated galvanized iron sheets - roof to be dismantled at fixed back at required slope 12'x15'

- MDF wall partition to be installed full height with battens etc
Bunji Observatory Repair and Rehabilitation

- **OBSERVATORY** 22' X 14'
- **Incharge Room** 16' X 14'
- **Retiring Room** 10'6'' X 14'
- **Washroom** 10' X 6'6''
- **Washroom** 10' X 6'6''
- **LOBBY** 17'x9'6''

- **OBSERVATORY** 22' X 14'
- **Incharge Room** 16' X 14'
- **Retiring Room** 10'6'' X 14'
- **Washroom** 10' X 6'6''
- **Washroom** 10' X 6'6''
- **LOBBY** 17'x9'6''
Gilgit Observatory Repair and Rehabilitation

- **OBSERVATORY**
  - 12'6" X 28'9"

- **Incharge Room**
  - 14'6" X 13'6"

- **OFFICER ROOM**
  - 14'6" X 13'6"

- **OFFICE**
  - 14'6" X 14'6"

- **Office**
  - 14'6" X 14'6"

- 7' WIDE

- Shelve to be built 10' length 2' wide and 32" high

- PVC panneling
  - paint work
X-SEC MCR KONODAS Repair and Rehabilitation

**Column 12"x9"**

**Beam 12"x9"**

**6" thick slab**

- MAIN Bars #4 @6" c/c
- Distribution steel #4 @6" c/c

**4'x4' Footing #4@6" c/c**
X-SEC WATER TANK

- RCC 1:2:4 (6"")
- 3/4" Thick cement plaster (1:6) C/M
- Stone masonry 1:6 C/M
- PCC 1:2:4 (4"")
- PCC 1:4:8 (4"")
- MAIN Bars #4 @6" c/c
- Distribution steel #2 @8" c/c
- 84x491 PCC 1:2:4 (4"")
- 63x491 RCC 1:2:4 (6"")
- 274x498 MAIN Bars #4 @6" c/c
- 284x732 Distribution steel #2 @8" c/c
- 160x218 Stone masonry 1:6 C/M
- 390x516 3/4" Thick cement plaster (1:6) C/M
Chilas Observatory Repair and Rehabilitation

- **Incharge Room**: 12' X 14'
- **22 BWG to be installed on entire roof. Dismantling of plaster, wall installation of window and replacement of doors, soft board ceiling**
- **Room**: 10' X 14'
- **Lobby**: 22' X 7'6''
- **Washroom**: 5' X 6'6''
- **Incharge Room**: 15'6'' X 14'
- **OBSERVATORY**: 22' X 14'
- **Washroom**: 5' X 6’6”
Gupis Observatory Repair and Rehabilitation

- Incharge Room
  - Size: 15'6" X 14'

- Observatory
  - Size: 22' X 14'

- Retiring Room
  - Size: 12' X 14'

- Lobby
  - Size: 22' X 7'6"

- Washroom
  - Size: 5' X 6'6"
Skardu Observatory Repair and Rehabilitation

- **Observatory**: 22' 9" X 12'
- **Lobby**: 57' X 5'
- **Incharge Room**: 12' X 12'
- **Office**: 10' X 12'
- **Office**: 12' X 12'
- **Office**: 14' X 12'
- **Store**: 8' X 12'
- **Retiring Room**: 12' X 12'
- **Washroom**: 10' X 12'

Dimensions:
- Width: 59' 9"
- Height: 33'