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General Information for Bidders  

 

The United Nations Development Program in Ethiopia is tasked to carry out an office renovation 
for UNDSS- Ethiopia. Hence, please read the below important information and BoQ to enable you 
to submit your offer/bid. 

 Location :  United Nations Department for Safety and Security located at Addis 
   Ababa, - in the premises of the United Nations for Economic  
   Commission of Africa (ECA) Niger Building. 

 You are requested to submit your price for the fabrication installation of the aluminium 
soundproof and non-soundproof partitions (white colour).  

 Working hours: All erections and installations should be carried out after work hour and 
weekends.  

 All civil works (chiselling, painting & cleaning) to be part of your contract.  
 Confirm dimension on site and prepare working drawings for approval and submit material 

specification.   (The Supplier can visit the site /location for confirmation of the dimensions in 
the BoQ, if necessary)  

 Present sample of proposed materials (Aluminium, Curtain, Glass) at bidder cost and it is 
returnable after the procurement is finalized.  However, the sample item for the selected 
bidder will remain under the custody of UNDP. 

 Provide (attach) soundproof test certificate.     
 Confirm the completion time and validity period of quotation  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Bill of Quantity 

LOT I :- Aluminium,  Sound Proof Walls  and Non Sound Proof walls. 

No ACTIVITY  Measurements  QTY UNIT UNIT 
PRICE TOTAL COMMENTS 

   UNDSS Ground Floor           
1 DOOR             

 Fabricate and fix aluminium door, covered with 
10mm thick plywood, fix approved quality lock.           

 D1 100*210cm 1 No       
 D3 140*210cm 1 No       

2 
Full height (Floor to concrete ceiling height 
Partition) (SoundProof) (refer to attached 
drawing)           

 WD1 330*270cm 1 No       
 WD2 550*270cm 1 No       
 WD3 575*270cm 1 No       
 WD4 285*270cm 1 No       
 WD5 320*270cm 2 No       
 WD6 320*270cm 1 No       
 D2 130*270cm 1 No       

3 Full height (Floor to concrete ceiling 
Partition) (Non - Soundproof)           

 WD12 255*270cm 1 No       
 WD13 170*270cm 1 No       

4 Partition wall (Non-Soundproof) price to 
include           

 WD3 775*210cm 1 No       
 WD10 275*210cm 1 No       
 WD11 225*210cm 1 No       
 WD12 225*210cm 1 No       
 WD14 225*210cm 1 No       

5 Partition wall (Non-Soundproof)            
 WD7 395*120cm 1 No       
 WD8 350*120cm 1 No       
  WD9 285*120cm 1 No       

 
Erection and Installation of the Aluminium, 
Sound and Non-Soundproof walls. 1     

 

 

 

 

 



LOT II :- Curtains  

No ACTIVITY Measurements QTY UNIT UNIT 
PRICE TOTAL COMMENTS 

 Curtain (see attached pictures)  

  

Supply and fix adjustable curtain, with 
horizontal alternate strips (clear and coloured). 
Check measurement on site.           

  
 Durable and easy its clean sunscreen 

fabric roller shade           
   Made of 100 percent polyester           

  

 Filter out about 90 to 96 percent of 
the harmful UV rays and glare 
reduction           

  
 Allows privacy whilst still providing a 

view out           

  

 Designed to allow permissible light 
while giving uniform and clear 
appearance           

  CU1 88*230cm 3 No       
  CU2 85*230cm 3 No       
  CU3 95*230cm 6 No       
  CU4 85*230cm 9 No       
  CU5 93*230cm 3 No       
 Erection and Installation of the Curtain 1     

 

 

 

 

 

 

 

 

 

 

 

 

 



Drawing  

 



Axonometry View  

 

 



Corridor view from main Entrance  

 

  



Director’s office   

 

 



 

  



Selected Specification – Curtain Type  

 

 

 

 

 

 

 

 

 

 

   



 

Note: please see animation of the corridor and the curtain function attached with this document. 

 


